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Planning and Zoning Commission

TO: | CITY OF CENTENNIAL PLANNING AND ZONING COMMISSION
SUBJECT: | REGULAR MEETING
DATE AND TIME: | October 12, 2016, 6:00 PM
PLACE: | *COUNCIL CHAMBERS, 13133 E. ARAPAHOE ROAD*

AGENDA

Meeting Protocols:

PLEASE TURN OFF CELL PHONES; BE RESPECTFUL AND TAKE PERSONAL CONVERSATIONS
INTO THE LOBBY AREA.

The Planning & Zoning Commission Meetings are recorded for the City’s website. Please remember to
mute the volume on your laptop computers and to turn off all cell phones as they may cause interference
with the microphones and audio streaming.

I CALL TO ORDER
Il. ROLL CALL

a. Alternate Selection for Voting Purposes
M. CONSENT AGENDA

The Consent Agenda can be adopted by a simple motion. The Consent Agenda will be read aloud prior
to a vote on the motion. Any Consent Agenda item may be removed from the Consent Agenda at the
request of a Planning and Zoning Commissioner for individual consideration.

a. Consideration of Resolutions

i. Resolution No. 2016-PZ-R-24, Colorado Auto Finders Site
Plan Ratification (Case No. LU-16-00168)

b. Consideration of Other Items
C. Approval of Minutes
i. September 28, 2016, Planning and Zoning Commission Meeting Minutes
V. LAND USE APPLICATIONS/PUBLIC HEARINGS

V. TRAINING

a. Common Municipal Land Use Issues - Robert Widner
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VL. LONG RANGE AGENDA
a. October 12, 2016, Planning and Zoning Commission Long Range
Agenda
VIL. ADJOURNMENT

THE NEXT REGULAR MEETING WILL BE HELD 10/26/2016, 6:00 PM

Please call 303-754-3309 at least 48 hours prior to the meeting if you believe you will need special
assistance or any reasonable accommodation in order to be in attendance at or participate in any such
meeting, or for any additional information.
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Staff Report

TO: Planning and Zoning Commission
THROUGH: Derek Holcomb, AICP, Deputy Community Development Director
FROM: Michael Gradis, AICP, Planner Il

DATE OF MEETING:  October 12, 2016

DATE OF SUBMITTAL: October 5, 2016

SUBJECT: Resolution No. 2016-PZ-R-24: Ratification of Director of Community
Development Approval of the Colorado Auto Finders Site Plan (Case

No. LU-16-00168)

DISTRICT/LOCATION: District 3 — located north of E. Arapahoe Rd., west of E. Euclid Dr., and
east of S. Peoria St. (https://go0.gl/XGXX4B)

1. Executive Summary:

Upon review of the Colorado Auto Finders Site Plan, Case No. LU-16-00168 (the “Site Plan”),
and finding that the Site Plan met all of the technical requirements and approval standards for a
site plan set forth in the Land Development Code (the “LDC”), the Director of Community
Development (the “Director”) approved the Site Plan on October 4, 2016. In accordance with
Sections 12-14-203 and 12-14-602 of the LDC, the Director’s approval of the Site Plan must be
ratified by the Planning and Zoning Commission.

2. Discussion:

Mr. Ali Awada and T-Bone Construction (collectively known as the “Applicant”) on behalf of
Concorde Place (the “Owner”) proposes to construct a 12,600 square foot auto broker sales
facility with outdoor display for 210 vehicles on 4.50 acres. The site is located north of E.
Arapahoe Rd., west of E. Euclid Dr., and east of S. Peoria St. The site is currently zoned
General Commercial (CG) and is located within the Southfield Business Park. An auto broker
sales facility is currently a permitted use within the CG zone district.

This Staff Report provides a summary of the Site Plan, a copy of which is attached. Staff
recommends that the Planning and Zoning Commission ratify the Director’s approval of the Site
Plan on the October 12, 2016 Consent Agenda, through approval of Resolution No. 2016-PZ-R-
24. A copy of the Resolution is attached to this report and is incorporated herein by reference.
Site Plan Summary

Applicant: Mr. Ali Awada and T-Bone Construction
Project Description: ~ Site plan for a 12,600 square foot auto sales facility on 4.50 acres
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Project Location: Located north of E. Arapahoe Rd., west of E. Euclid Dr., and east of S.

Peoria St.

Project Zoning: General Commercial (CG)

Director of Community Development Decision

The Director approved the Site Plan on October 4, 2016, finding that the Colorado Auto Finders
Site Plan met all of the technical requirements and approval standards for a site plan set forth in
the LDC Section 12-14-602(D), Approval Standards:

Site plans shall be used to implement physical design objectives of adopted Sub-Area
Plans in a manner that is consistent with the standards of this LDC.

The proposed site plan shall be designed to minimize impacts on the reasonable
development expectations or the use and enjoyment of adjacent land or the public
interest, consistent with the applicable standards of this LDC.

The proposed site plan shall not materially and adversely affect the public health or
safety through interpretations of the standards of this LDC that do not give full effect to
other provisions that would be protective to health and safety if applied.

The proposed site plan recognizes the limits of existing and planned infrastructure, by
thorough examination of the availability and capability of water, sewer, drainage, and
transportation systems to serve present and future land uses.

The proposed site plan provides for compatibility between the proposed development,
surrounding land uses (existing or planned), and the natural environment.

The proposed site plan provides for efficient and adequate provision of public services
and solid waste removal.

The proposed site plan protects public health and safety against natural and man-made
hazards which include, but are not limited to, traffic noise, water pollution, airport
hazards, and flooding.

The proposed site plan provides for accessibility within the proposed development and
appropriate connectivity or buffering or both between the development and existing
adjacent uses.

The proposed site plan minimizes disruptions to existing physiographic features,
including vegetation, streams, lakes, soil types and other relevant topographical
elements.

If the site plan includes buildings that are more than 30 feet in height and the parcel
proposed for development abuts existing residential development with existing views of
the mountains, then the site plan shall distribute the mass of the buildings that are taller
than 30 feet in a manner that allows for sight lines to the mountains from the residential
development.

Ratification by Planning and Zoning Commission — Procedure

Section 12-14-312(D) of the LDC establishes the applicable ratification procedures applicable to
the Planning and Zoning Commission’s consideration of the Director’s approval of the Site Plan:

1.

The Planning and Zoning Commission may ratify the Director’s approval of the Site Plan
upon approval of the consent agenda; or

The Planning and Zoning Commission may remove the ratification of the Site Plan from
the consent agenda. If the Site Plan is removed from the consent agenda, the Planning
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and Zoning Commission is required to: (a) ratify the Site Plan by majority vote; or (b)
schedule the Site Plan for a public hearing in accordance with Section 12-14-312(D)(3)
of the LDC, if a majority of Planning and Zoning Commission members do not vote to
ratify the Site Plan.

3. Recommendations:

Staff recommends that the Planning and Zoning Commission ratify the Site Plan on the October
12, 2016 Consent Agenda, by and through approval of Resolution No. 2016-PZ-R-24.

4. Alternatives:

The Planning and Zoning Commission may remove the ratification of the Site Plan from the
consent agenda. If the Site Plan is removed from the consent agenda, the Planning and Zoning
Commission is required to: (a) ratify the Site Plan by majority vote; or (b) schedule the Site Plan
for a public hearing in accordance with Section 12-14-312(D)(3) of the LDC, if a majority of
Planning and Zoning Commission members do not vote to ratify the Site Plan.

5. Fiscal Impact:

Ratification of the Colorado Auto Finders Site Plan will have no direct fiscal impact on the City.

6. Next Steps:

If ratified by the Planning and Zoning Commission, the Applicant is required to submit final
mylars of the Site Plan to the Community Development Department for recordation within 60
days of Planning and Zoning Commission ratification.

7. Previous Actions:

The Director approved the Site Plan on October 4, 2016.

8. Suggested Motions:

Approval of the consent agenda will effect approval of Resolution No. 2016-PZ-R-24 and ratify
the Colorado Auto Finders Site Plan. If the Site Plan is removed from the consent agenda, the
Planning and Zoning Commission may ratify the Site Plan by majority vote with the following
motion:

‘I MOVE TO APPROVE RESOLUTION NO. 2016-PZ-R-24, A RESOLUTION RATIFYING THE
APPROVAL OF THE COLORADO AUTO FINDERS SITE PLAN, CASE NO. LU-16-00168."

Attachment 1: Colorado Auto Finders Site Plan, LU-16-00168
Attachment 2: Resolution No. 2016-PZ-R-24
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DEVELOPMENT STANDARD.

PROPOSED SITE PLAN
CASE NO. LU-16-00168

GENERAL COMMERCIAL (CG)

REQUIRED
ZONING GENERAL COMMERCIAL (CG)
PARCEL AREA AND 1.0 ACRE
STREET FRONTAGE 125 FEET

4.50 ACRES
868.3 FEET

PERMITTED USES REFER TO LAND DEVELOPMENT
CODE SECTION 12-2-301

AND USE TABLES

AUTO BROKER

MAXIMUM BUILDING
HEIGHT

50 FEET 30 FEET
MINIMUM BUILDING FRONT 25 FT FRONT 55.2 FT
SETBACKS INTERIOR 10 FT INTERIOR 49.7 FT
STREET SIDE 25 FT STREET SIDE 99.0 FT
REAR 25 FT REAR N/A
RESIDENTIAL 50 FT

COLORADO AUTO FINDERS
SITE PLAN

LOT 2A, BLOCK 1 SOUTHFIELD PARK FILING NO. 11
PART OF SECTION 24, TOWNSHIP 5 SOUTH, RANGE 67 WEST, 6TH PRINCIPAL MERIDIAN
CITY OF CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

RESIDENTIAL ~ N/A \

MINIMUM PARKING FRONT 25 FT
SETBACKS INTERIOR OFT

STREET SIDE 25 FT
REAR 5 FT
RESIDENTIAL 50 FT

FRONT 250 FT
INTERIOR 1.0 F1
STREET SIDE 250 FT

N/A
RES!DEN TAL  N/A

PARKING RATIOS OFFICE: FINANCIAL INSTITUTION

= (1/250 SF. FLOOR AREA) = 8,535 S.F./250 S.F. = 35 SPACES
PLUS
VEHICLE SALES, RENTAL AND SERVICE

= 3 SPACES PER SERVICE BAY = 3 X 9 BAYS = 27 SPACES
TOTAL REQUIRED PARKING = 62 SPACES

ADA PARKING 3 ADA SPACES PER 51-75 SPACES. 1 VAN ACCESSIBLE SPACE
= 2 ADA SPACES +

PER 6 ADA SPACES

IS VNVAVH S

69 STANDARD SPACES
2 ADA SPACES
1 VAN ACCESS. SPACES
72 TOTAL SPACES 2
=
PLUS CITY OF
CENTENNAL
210 SPACES FOR
VEHICLE STORAGE

ARAPAHOE ‘i@

CouNTY :6«2@ N
r ’

ein |

CHERRY CREEK
STATE PARK

LOADING ZONE OFFICE: FINANCIAL INSTITUTION
= (1/33,000 SF. FLOOR AREA) =
PLUS

VEHICLE SALES, RENTAL AND SERVICE

8,535 S.F./35,000 S.F = 1 ZONE

2 LOADING ZONES

o ARAPAHOE 4
CoNTY m

S YNVAVH S

= 1 SPACES PER BUILDING = 1 X 1 BUILDING = 1 Z0NE
TOTAL REQUIRED LOADING ZONES = 2 ZONES
BICYCLE PARKING 1 BICYCLE SPACES PER 15 VEHICLE SPACES = 72/15 = 5 SPACES 5 BICYCLE SPACES

LIGHTING ZONE/

ZONE LZ3. MAX. POLE HEIGHT = LARGER OF 25 FEET OR MAXIMUM
MAX. POLE HEIGHT 30 FEET.

BUILDING HEIGHT =

POLE HEIGHT = 25 FEET =

LANDSCAPE SURFACE 15%
RATIO 29,403 SF.

27%
52,194 S.F.

STANDARD NOTES

THE OWNER(S) AND DEVELOPER(S) OF THE SITE PLAN KNOWN AS COLORADO AUTO
FINDERS, THEIR RESPECTIVE SUCCESSORS, HEIRS AND/OR ASSIGNS AGREE TO THE
FOLLOWING NOTES:

EMERGENCY ACCESS

EMERGENCY ACCESS IS GRANTED HEREWITH OVER AND ACROSS ALL PAVED AREAS OR
OTHER DESIGNATED AREAS FOR POLICE, FIRE AND EMERGENCY VEHICLES.

PUBLIC IMPROVEMENT AGREEMENT

AFTER SITE PLAN APPROVAL, ISSUANCE OF DEVELOPMENT ORDERS OR PERMITS SHALL BE
SUBJECT TO THE REQUIREMENTS OF SECTION 12-14-207 OF THE LAND DEVELOPMENT
CODE, AS AMENDED, INCLUDING THE GUARANTEE QF PUBLIC IMPROVEMENTS PURSUANT TO
A PUBLIC IMPROVEMENT AGREEMENT IN A FORM APPROVED BY THE CITY ATTORNEY AND
EXECUTED BY THE CITY MANAGER OR HIS OR HER DESIGNEE. ALL MORTGAGEES SHALL BE
REQUIRED TO SUBORDINATE THEIR LIENS AND INTEREST IN THE PROPERTY TO THE
COVENANTS AND THE RESTRICTIONS OF THE PUBLIC IMPROVEMENT AGREEMENT (PER
12-14-207(C)(1) OF THE LAND DEVELOPMENT CODE).

MAINTENANCE GUARANTEE.

THE OWNER(S), DEVELOPERS(S) AND/OR SUBDIVIDERS OF THIS PLAN WARRANT AND
GUARANTEE TO THE CITY, FOR A PERIOD OF ONE YEAR FROM THE DATE OF PROBATIONARY
ACCEPTANCE OF THE IMPROVEMENTS WARRANTED HEREUNDER, THE FULL AND COMPLETE
MAINTENANCE AND REPAIR OF THE IMPROVEMENTS TO BE CONSTRUCTED IN CONNECTION
WTH THE DEVELOPMENT WHICH IS THE SUBJECT OF THIS PLAN. THIS WARRANTY AND
GUARANTEE IS MADE IN ACCORDANCE WITH THE CITY LAND DEVELOPMENT CODE AND THE
PUBLIC IMPROVEMENT AGREEMENT RECORDED AGAINST THE PROPERTY. THIS GUARANTEE
APPLIES TO THE STREETS AND ALL OTHER APPURTENANT STRUCTURES AND AMENITIES
LYING WITHIN THE DEDICATED RIGHTS—OF-WAY, EASEMENTS AND OTHER PUBLIC
PROPERTIES, INCLUDING, WITHOUT LIMITATION, ALL CURBING, SIDEWALKS, BIKE PATHS,
DRAINAGE PIPES, CULVERTS, CATCH BASINS, DRAINAGE DITCHES AND LANDSCAPING. ANY
MAINTENANCE AND REPAIR REQUIRED ON UTILITES SHALL BE COORDINATED WITH THE
APPROPRIATE UTILITY COMPANY PROVIDER.

THE OWNER(S), DEVELOPER(S), AND/OR SUBDIVIDERS SHALL MAINTAIN SAID IMPROVEMENTS
IN A MANNER THAT WILL ASSURE COMPLIANCE ON A CONSISTENT BASIS WITH ALL
CONSTRUCTION  STANDARDS, ~ SAFETY STANDARDS, AND ENVIRONMENTAL PROTECTION
REQUIREMENTS OF THE CITY.

PRIVATE_STREET/DRIVES MAINTENANCE

IT IS MUTUALLY UNDERSTOOD AND AGREED THAT THE FPRIVATE STREETS AND DRIVES
SHOWN ON THIS PLAN ARE NOT IN CONFORMANCE WTH THE CITY OF CENTENNIAL
ROADWAY DESIGN AND CONSTRUCTION STANDARDS AND WILL NOT BE MAINTAINED BY THE
CITY.  THE OWNERS, DEVELOPERS, AND/OR SUBDIVIDERS, THEIR SUCCESSORS AND/OR
ASSIGNS IN INTEREST, EITHER INDIVIDUALLY OR COLLECTIVELY THROUGH A PROPERTY/HOME
OWNER'S ASSOCIATION, SHALL BE RESPONSIBLE FOR SUCH PRIVATE STREET MAINTENANCE,
OPERATION AND RECONSTRUCTION.

LANDSCAPE MAINTENANCE

THE OWNERS OF THIS PLAN, THEIR SUCCESSORS AND/OR ASSIGNS IN INTEREST, THE
ADJACENT PROPERTY OWNER(S), HOMEOWNER'S ASSOCIATION OR ENTITY OTHER THAN THE
CITY OF CENTENNIAL IS RESPONSIBLE FOR MAINTENANCE AND UPKEEP OF PERIMETER
FENCING, LANDSCAPING AND SIDEWALKS BETWEEN THE FENCE LINE/PROPERTY LINE AND
ANY PAVED ROADWAYS IN ACCORDANCE WITH APPROVED LANDSCAPE PLANS.

THE OWNERS OF THIS PLAN, THEIR SUCCESSORS AND/OR ASSIGNS IN INTEREST, OR SOME

OTHER ENTITY OTHER THAN THE CITY OF CENTENNIAL, AGREE TO THE RESPONSIBILITY OF
MAINTAINING ALL OTHER OPEN SPACE AREAS ASSOCIATED WITH THIS DEVELOPMENT.

CASE NUMBER: LU-16-00168
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STANDARD NOTES (CONTINUED) VICINITY MAP
DRAINAGE MANTENANCE SCALE: "= 2000
THE PROPERTY OWNER SHALL BE RESPONSIBLE FOR MAINTENANCE OF ALL DRAINAGE
FACILITES INSTALLED PURSUANT TO THE SUBDIVISION AGREEMENT. REQUIREMENTS INCLUDE,
BUT ARE NOT LUMITED TO MAINTAINING THE SPECIFIED STORM WATER DETENWUN/
RETENTION VOLUMES, MAINTAINING OUTLET STRUCTURES, FLOW RESTRICTION DEVICES AND
FACILITES NEEDED TO CONVEY FLOW TO SAID BASINS. THE CITY OF CENTENNIAL SHALL
HAVE THE RIGHT TO ENTER PROPERTIES TO INSPECT SAID FACILITES AT ANY TIME. IF
THESE FACILITES ARE NOT PROPERLY MAINTAINED, THE CITY MAY PROVIDE NECESSARY EXISTING ZONING
MAINTENANCE AND ASSESS THE MAINTENANCE COST TO THE OWNER OF THE PROPERTY.
GENERAL COMMERCIAL (CG)
LEGAL DESCRIPTION.

DRAINAGE LIABILITY

IT IS THE POLICY OF THE CITY OF CENTENNIAL THAT IT DOES NOT AND WILL NOT ASSUME
LIABILITY FOR THE DRAINAGE FACILITIES DESIGNED AND/OR CERTIFIED BY CIVAS
ENGINEERING, LLC. THE CITY OF CENTENNIAL REVIEWS DRAINAGE PLANS PURSUANT TO
COLORADO REVISED STATUTES TITLE 31, ARTICLE 23, BUT CANNOT, ON BEHALF OF
COLORADO AUTO FINDERS GUARANTEE THAT FINAL DRAINAGE DESIGN REVIEW WILL ABSOLVE
COLORADO AUTO FINDERS AND/OR THEIR SUCCESSORS AND/OR ASSIGNS OF FUTURE
LIABILITY FOR IMPROPER DESIGN. IT IS THE POLICY OF THE CITY OF CENTENMIAL THAT
APPROVAL OF THE FINAL PLAT AND/OR FINAL DEVELOPMENT PLAN DOES NOT IMPLY
APPROVAL OF CIVAS ENGINEERING, LLC'S DRAINAGE DESIGN.

SPECIFIC NOTES
ARPORT_INFLUENCE AREA NOTE (EASEMENT/HAZARD EASEMENT AND NOISE DISCLOSURE)
(PER 12=3-905(C)(1) of LDC):

CENTENNIAL AIRPORT IS LOCATED % MILE TO THE SOUTHWEST OF COLORADO AUTO FINDERS.
CENTENNIAL AIRPORT IS A BUSY 'AIRPORT USED BY PISTON AND JET AIRCRAFT AND BY
HELICOPTERS, AND IS OPEN 24 HOURS A DAY, SEVEN DAYS A WEEK. ALL PROPERTY
WTHIN COLORADO AUTO FINDERS IS SUBJECT TO THE TERMS OF AN AVIGATION AND
HAZARD EASEMENT, RECORDED AT RECEPTION NUMBER 2205654 ON SEPTEMBER 21, 1982
OF THE RECORDS OF THE ARAPAHOE COUNTY CLERK AND RECORDER. THE EASEMENT
CONSENTS TO OVERFLYING AIRCRAFT, AND PREVENTS PRESENT AND FUTURE OWNERS AND
OCCUPANTS OF PROPERTY WITHIN COLORADO AUTO FINDERS FROM OBJECTING TO, OR
SEEKING DAMAGES DUE TO, AIRCRAFT OPERATIONS. THE EASEMENT ALSO PREVENTS
OWNERS AND DCCUPANTS FROM INSTALLING STRUCTURES, TREES OR OTHER OBJECTS THAT
COULD INTERFERE WITH FLIGHT OPERATIONS AT THE AIRPORT.

PUBLIC USE EASEMENT

ALL PUBLIC USE EASEMENTS SHOWN HEREON BURDEN AND RUN WTH ALL LANDS
DESCRIBED IN THIS SITE PLAN TO THE BENEFIT OF THE CITY OF CENTENNIAL AND ITS
ASSIGNS, ARE BINDING UPON THE OWNERS AND THEIR RESPECTIVE SUCCESSORS, HEIRS
AND ASSIGNS, AND ARE GOVERNED BY ANY AND ALL TERMS AND CONDITIONS OF RECORD.

SIGHT_TRIANGLE MAINTENANCE (Per Section 12-11-208,

IN ACCORDANCE WITH SECTION 12-11-208 OF THE CITY LAND DEVELOPMENT CODE, THE
OWNERS OF PRIVATE PROPERTY CONTAINING A TRAFFIC SIGHT TRIANGLE ARE PROHIBITED
FROM ERECTING OR GROWING ANY OBSTRUCTIONS BETWEEN A HEIGHT OF THREE FEET (3')
AND EIGHT FEET (8') ABOVE THE ELEVATION OF THE STREET CENTERLINE WITHIN SAID
SIGHT TRIANGLE.

LOT 24, BLOCK 1, SOUTHFIELD PARK FILING NO. 11.
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COVER SHEET

EXISTING CONDITIONS PLAN
SITE PLAN

GRADING AND DRAINAGE PLAN
UTILITY PLAN

LANDSCAPE PLANS
LANDSCAPE PLANS
LANDSCAPE NOTES AND DETAILS
IRRIGATION PLAN

IRRIGATION PLAN

IRRIGATION DETAILS
BUILDING ELEVATIONS
COLOR BUILDING ELEVATIONS

PHOTOMETRIC PLAN AND LIGHTING DETAILS.

CERTIFICATE OF OWNERSHIP

HEREBY AFFIRM THAT | AM THE OWNER OR AUTHORIZED
AOENT OF ALL INDIVIDUALS OR ENTITIES HAVING OWNERSHIP INTEREST IN THE PROPERTY
DESCRIBED HEREIN, KNOWN AS COLORADO AUTO FINDERS SITE PLAN (CITY CASE NO.
LU-16-00168.

OWNER OF RECORD OR AUTHORIZED AGENT

STATE OF }
}ss.
COUNTY OF }

THE FOREGOING CERTIFICATION OF OWNERSHIP WAS ACKNOWLEDGED BEFORE ME THIS

DAY OF AD., 2016,

8y AS
(NAME) (T1LE)

oF AN AUTHORIZED SIGNATORY.
(ENTITY)

WITNESS MY HAND AND SEAL
NOTARY PUBLIC

MY COMMISSION EXPIRES:

ADDRESS

CITY, STATE AND ZIP CODE

DIRECTOR OF COMMUNITY DEVELOPMENT APPROVAL

APPROVED BY THE DIRECTOR OF COMMUN/TY DEVELOPMENT OF THE CITY OF CENTENNIAL
THIS ___

DIRECTOR OR DESIGNEE

PLANNING AND ZONING COMMISSION RATIFICATION.
RATIFIED BY THE CITY OF CENTENNIAL PLANNING AND ZONING COMMISSION, THIS DAY
Of AD., 20

CHAIRPERSON

ATIEST

RECORDER'S CERTIFICATE
THIS PLAN WAS FILED FOR RECORD IN THE OFFICE OF THE COUNTY CLERK AND RECORDER

OF ARAPAHOE COUNTY AT (AM./P.M.) THIS DAY OF
AD., 2016 IN
BOOK , PAGE 1 MAP » RECEPTION NO.

COUNTY CLERK AND RECORDER

BY:
DEPUTY

AMENDMENT HISTORY

THE PREVIOUSLY APPROVED AMENDMENTS RELATED TO THE SITE PLAN FOR COLORADO
AUTO FINDERS, LOT 2A, BLOCK 1 SOUTHFIELD PARK FILING NO. 11 ARE AS FOLLOWS:

FEBRUARY 17, 1981 SOUTHFIELD PARK FIRST ADMINISTRATIVE AMENDMENT TO THE FINAL
DEVELOPMENT PLAN (AB0-32). THE FRONTAGE ROAD ON ARAPAHOE ROAD WAS CHANGED
TO A 60' RO.W. AND A DRIVEWAY ACCESS FROM ARAPAHOE ROAD WAS APPROVED AT THE
LOT LINE BETWEEN LOT 1 AND 2, BLOCK 1.

FEBRUARY 28, 1984 SOUTHFIELD PARK SECOND ADMINISTRATIVE AMENDMENT TO THE
FINAL DEVELOPMENT PLAN (AB4-50). THE COMMERCIAL USE FOR LOTS 1 AND 2, BLOCK 1
AND LOTS 1 AND 2, BLOCK 2 WAS CHANGED FROM B—4 USES T0 B-3 USES.

FEBRUARY 4, 1985 SOUTHFIELD PARK THIRD ADMINISTRATIVE AMENDMENT TO THE FINAL
DEVELOPMENT PLAN (AB4-56). THE MAXIMUM DENSITY IN BLOCK 1 AND LOTS 1 AND 2,
BLOCK 2 WAS INCREASED TO 101,000 SF. AND INCREASED THE F.AR. TO 0.4:1. THE
MAXIMUM DENSITY FOR BLOCK 5 WAS DECREASED BY 101,000 S.F. DECREASING THE F.AR.
TO 0.9:1. THE SETBACK FOR LOTS 1 AND 2, BLOCK 2 WAS INCREASED TO 50 FEET FOR
ANY BUILDING EXCEEDING 50 FEET IN HEIGHT.

NOVEMBER 2, 1993 SOUTHFIELD PARK EIGHTH ADMINISTRATIVE AMENDMENT TO THE FINAL
DEVELOPMENT PLAN (A93-022). THE SIGN REQUIREMENTS FOR LOTS f AND 2, BLOCK 1
WERE AMENDED TO PERMIT IDENTIFICATION OF BUSINESSES AND INCREASE THE SIGN AREA
10 60 SF. PER SIDE THE HEIGHT TO 10'-3".

APRIL 26, 2013  SOUTHFIELD CENTER REZONING PLAN (LU-12-00254). CHANGED THE
ZONING FOR LOTS 1A AND 24, SOUTHFIELD CENTER FILING NO. 11 FROM MIXED-USE
PLANNED UNIT DEVELOPMENT (M—U—PUD) TO GENERAL COMMERCIAL (CG).

Descriptian

REVSIONS

6=24-16 | FIRST SUBMITTAL REVIEW COMMENTS
[9-23-16 | SECOND SUBMITTAL REVIEW COMMENTS
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LOT 1A, BLOCK 1
SOUTHFIELD PARK
AMENDMENT NO. 11

OMNER: CONCORD PLACE

ey

i

LOT 3, BLOCK 2
SQUTHFIELD PARK
AMENDNENT NO. 2

OWNER: TRINITY INVESTORS
PARTNERSHIP

ZONING: BP100

USE: VACANT

217 LF~30" RCP

. 2
4343107 ﬁ»u STORM SEWER © 1.61% & “

&
&
AM. &
&
E

AM.
CHB 665135
(N66°49'54"E R
6" GAS EASEMENT
PER PLAT (BK 50, PG 28)

170 FT~30" RCE
STORM SEWER

STORM SEWER -
Y] //

“No PARK\NG -
DOUBLE TYPE 13 ’

c.
M.

R
R
R
RE(
Al
EC.)

PL FL @y

5 —
o NET FL = 597157 S / /DOUELE T 9( 5
< / ; = <\ INLET FL=5673.89 \M 5683.78 /_~
= = ~ NV IN=5669.32 INV. IN (SW)=5671 68
‘NV/QW 55592;’" INV.-6UT (NE]
P !
EaEe S sn
e

TEEL );ENCE/

12.74 70 ¥3.2'%
B{OFP}O

PVC SAN| SEWER

3 PHASE UNDERGROUND <
‘ ELECTRICAL LINES

231.06'~8"

k=

1A,
47'25"W AM.
LOT 1A, BLOCK 1

<50
4 W (589°45'44"W REC.)
| RIME5685.71
} INV,[OUT (N)=5674.66
\ Soimiiets pAmk
|

| ANENDNENT NO. 11

OWNER: CONCORD PLACE
| ZONING: CB
! USE: COMMERCIAL

RKING 319 21

COLORADO AUTO FINDERS

SITE PLAN

LOT 2A, BLOCK 1 SOUTHFIELD PARK FILING NO. i
PART OF SECTION 24, TOWNSHIP § SOUTH, RANGE 67 WEST, 6TH PRINCIPAL MERIDIAN
CITY OF CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

SAN MH

RIM=5676.81

INV. IN (SE)=5668.61
INV. OUT (NE)=5668.11

TYPE 13 INLET

N\
a7\
17967158~ J

A\

INV. OUT = 5672.82
FOUND 1.5” DIA. ALLOY
(AP STAMPED PLS 16412

68.05'~8" SAN. SEWER
MAIN @ 2.40%
SAN MH

LEGEND
SET 5 REBAR W/ 1.25" DIA.
@ ORANGE PLASTIC CAP STAMPED
PE. & LS. 49489

SET MAG. NAIL W/ 1.5" DIA.
O ALLOY DISK STAMPED P.E. & LS.
9489

AFOUND MONUMENT AS NOTED
AM — AS MEASURED IN FIELD
REC — DEED OR PLAT DISTANCE
R-0-W — PUBLIC RIGHT-OF-WAY
© STORM SEWER MANHOLE

RIM=5678.54 § SANITARY SEWER MANHOLE
INV. IN (SW)=5670.44 DXIWATER VALVE

e} INV. IN (SE)=5670.34 FEFIRE HYDRANT
JINV. OUT (NW)=5670.24

e
43454 ~8" PVC SAN
~~  SEWER MAN @ 2.66%

{ " PEDJGAS MAN
S

BIELECTRIC METER
LILIGHT POLE
EXISTING SPOT ELEVATION
—— x— FENCE LINE
—568— CONTOURS-MINOR (1" INTERVAL)
—5685— CONTOURS-MAIOR (5' INTERVAL)
— 55 — SANITARY SEWER MAIN
— V. — WATER MAN
—— T — STORM SEWER MAN

295.94'~8" PVC SAN.
SEWER MAIN @ 2.50%

FLOWLINE

FOUND 1.5 DIA. ALLOY
CAP STAMPED PLS 16412 ot 2
< SOUTHFIELD PARK ~ —E
FLING NO. 2

— UNDERGROUND ELECTRICAL LINES
OWNER: ARAPAHOE CORPORATE
PARK DENVER LLC

ZONNG: BP100
USE: OFFICE

RIM=5687.74
INV. N (SE
INV. OUT (N
A=1911819" AM.

(1918'39" REC.)
R=870.00" AM. & REC.
93.14" AM. (293.22 REC.)
91.76' AM. (291.84' REC.)
CHB=S33'53'41"E AM.
(S3353'36"E REC.)

6' GAS EASEMENT
PER PLAT (BK 50, PG 28)
SAN MH
RIM=5691.68
INV. OUT (NW)=5681.43
FOUND 1.5” DIA. ALLOY
CAP STAMPED PLS 16412

4” PED GAS MAIN

/‘j,a'z"

\

_
— PS5, CO. EASEMENT S \ A
uﬂuw & INCIDENTAL - 3342 AM. (33.39' REC.)
(BOOK 4498, PAGE 555 X \ S23'59'30°E AM
& BOOK 4595, PAGE 82) (S2414'16°E REC.)
T~ (APPROX. LOCATION) ~
—
P - 5694 e .\. FOUND #5 REBAR W/
20 1.25" DIA. YELLOW PLASTIC
— - ~ N CAP, ILLEGIBLE
—ees _ 7 10" WATER MAIN
== o S 4-65'5704" AM.
30° UTILITY EASEMENT —sgo5— / (66'00'00" REC.)
| (BOOK 4844, PAGE 4) % R=280.00' AM. & REC.

JAP?R@X\ LOACT\ON)

7\/

22.30° AM. (322.54' REC.)
CHD=304.80' AM. (305.00" REC.)
CHB=S5711'09"E AM.

57°14'16"E REC.)

15.0%
1

—5697— )a"vac WATER /4%

~ JUNCT. BOX

L
BENCHMARK: _ ARAPAHOE COUNTY BENCHMARK ;—\§
NO. 1012, UAP1 12, SW QUADRANT OF EAST v
ARAPAAGE ROID AN SOUTH HAVANA STREET 3
AT SE CORNER OF METAL FENCE OF L| - |
STATION, ELEVATION 5707.24 (NAVD o 2
DATUM). <
-7
PROJECT BENCHMARK (BM): TOP OF A 1.5" //
DA ALUMMUN CAP STANPED PLS 6412 AT z
NORTHERN MOST PROPERTY CORNER AT — %
AT PEARVEN AVENUE . DA FUCUD —_—=
DRIVE, ELEVATION = 5677.00 (NAVD 1988 yan -
DATUM). { e g 57X GANC.

BASIS OF BEARINGS: AN ASSUMED BEARING OF
SB9'4B'51"W BETWEEN TWD FOUND MONUMENTS
533.99 FEET APART BEING THE SOUTH LINE OF
LOT 2, BLOCK 1, SOUTHFIELD PARK FILING NO.
1, COUNTY OF ARAPAHOE, STATE OF
COLORADO, ONE MONUMENT BEING A NO. 5
REBAR W/ 1. 25 D\A DRANGE CAP_ STAMPED
SOUTHWEST CORNER
GF LDT ZA OF SMD ELDCK 1, AND THE OTHER
BEING AN ND. 6 REBAR WITH NO CAP AT THE
SOUTHEAST CORNER OF LOT 2A OF SAID BLOCK.

EAST ARAPAHOE ROAD
140° R-0-W

TTPIE

FIBER OPTIC
JUNCT. BOX
L B’ GAS EASEMENT
PER PLAT (BK 50, PG 28)

533.99' AM & REC
S8948'51"W AM.
(SB9'45'44"W REC.)
6" VERT. CURB &
GUTTER

CASE NUMBER: LU-16-00168

FIBER OPTIC

FOUND
NO CAP

LEGAL DESCRIPTION:

LOT 2A, BLOCK 1, SOUTHFIELD PARK 11TH FILING, COUNTY OF
ARAPAHOE, STATE OF COLORADO.

CERT\F\CATE OF SURVEY
2016, A Si F THE ABOVE DESCRIBED PROPERTY
UNDER MY D\RECT SUPERV\S\ON AND THE CORNERS WERE St

SHOWN, HOLDING FOUND POINTS AND PLAT DISTANCES WEREVER
POSSIBLE AND UTILIZING CITY OF DENVER SURVEY INFORMATION FOR
CONTROL, | FURTHER CERTIFY THAT THE IMPROVEMENTS ON THE ABOVE
PARCEL ON THIS DATE, JANUARY 20, 2016, EXCEPT UTILITY
CONNECTIONS, ARE ENT\RELY W!TH\N THE BOUNDARIES OF THE PARGEL,
EXCEPT AS SHO\ E ARE NO ENCROACHMENTS UPON THE
DESCRIBED PREM\SES ExcEPT AS INDICATED, AND THAT THERE IS NO
EVIDENCE OR SIGN OF ANY EASEMENT CRDSSING OR BURDENING ANY
PART OF SAID PARCEL, EXCEPT AS NOTED.

\ HEREEY CERTIFY THAT ON JANUARY 20,

1. NOTICE

ACCORDING TO COLORADO LAW, YOU MUST
COMMENCE ANY LEGAL ACTION BASED UPON
ANY DEFECT IN THIS SURVEY WITHIN THREE
YEARS AFTER YOU FIRST DISCOVER SUCH
DEFECT. IN NO EVENT MAY ANY ACTION
BASED UPON ANY DEFECT IN THIS SURVEY BE
COMMENCED MORE THAN TEN YEARS FROM
THE DATE OF THE CERTIFICATION SHOWN
HEREON.

2. MONUMENT DEFACING STATEMENT

ANY PERSON WHO KNOWINGLY REMOVES,
ALTERS OR DEFACES ANY PUBLIC LAND

SURVEY MONUMENT OR LAND BOUNDARY
MONUMENT OR ACCESSORY, COMMITS A CLASS
™o (2) M\SDEMEANOR PURSUANT TO STATE
STATUTE 18-4-508,

3. FOR ALL INFORMATION REGARDING
EASEMENTS, RIGHT-OF-WAY OR TILE OF
RECORD, CHESSNOE AND ASSOCIATES RELIED
UPON RECORDED PLAT, THE CITY ASSESSOR'S
RECORDS AND INFORMATION SUPPLIED BY
CLIENT.

4. P.E & LS. SEAL, DEPICTED HEREON,
VALID ONLY WITH WET SIGNATURE AND DATE
WRITTEN THROUGH IT.

5. UTILITES SHOWN HEREON ARE DRAWN
FROM FIELD TIES AND THE BEST INFORMATION
AVAILABLE FROM THE UTILITY COMPANIES. THIS
INFORMATION IS FOR GENERAL USE ONLY AND
NOT TD BE USED FOR EXCAVATION PURPOSES.
CONTRACTOR T0 FIELD LOCATE & VERIFY
LOCATIONS OF ALL UTILITIES PRIOR T0 ANY
DONSTRUCT\ON WORK IN AREA SET FORTH ON
THIS DRAW!

6. ALL LNEAL DISTANCES SET FORTH ON
THIS SURVEY ARE IN FEET AND HUNDREDTHS
OF A FOOT. FOR EXAMPLE 12.01 FEET EQUALS
12 FEET AND ONE ONE HUNDRETH OF A FOOT.

#6 REBAR

Descriptian

REVSIONS

FIRST SUBMITTAL REVIEW COMMENTS
SECOND_SUBMITTAL REVIEW COMMENTS

8-24-16
0-23-16

CHECHED.

DESGNED

LENANE,

COLORADO AUTO FINDERS

SITE PLAN
EXISTING CONDITIONS PLAN

PREPARED BY:
CHESSNOE AND ASSOCIATES

101 EAST NESLEY AVENLE.

DENVER, COLORADO 80222

PHONE: ' 303-722-3267

EMAIL: chessnosdenverBcomoast net

CALL UNCC
BEFORE YOU DIG
800-922—1987

108 No.

TOTAL SHEETS

14
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PROPERTY
(GAS EASEMENT
 sidewalk yp.

GRass SWALE

RETAINING

WALL 2-0
HIGH MAX

- snow sTor

/1 SITE PLAN

e

-RETAINING —
WALL 20 HIGH

6' WIDE CONC,
APRON 760 SF —

site line area

(3351

COLORADO AUTO FINDERS
SITE PLAN

LOT 2A, BLOCK 1 SOUTHFIELD PARK FILING NO. i
PART OF SECTION 24, TOWNSHIP 5 SOUTH, RANGE 67 WEST, 6TH PRINCIPAL MERIDIAN
CITY OF CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

DRAINAGE EASEMENT
5'sidewalk typ.

ALL PARKING STALLS: 9W X 18D
MONUMENT SIGN LOCATION,

SEPARATE APPLICATION AND
PERMIT REQUIRED.

Site lnes:

Property
Util. Easement
GAS

DRAINAGE
easemeNT — 21

ND

INTERIOR B

L

OWNER:CONCORD PLACE
ZONING: CG

USE: COMMERCIAL

| PROPOSED AUTOFINDERS !
-| FACILITY 12,600 SF =
3 CONSTRUCTION TYPE IIB

+| Non-Sprinklered

§-1- AREA:
i B-AREA: 6073

6531

sB. LINE

EXISTING TREE
(PINE): TO
REMAIN

PROPERTY

Public Spaces

L NV RTT

R TR TR

!
54

Vs GAS ESMT

SERVICE AREA: 6531
AUTO BROKERAGE AREA: 6073

PARKING COUNT

210 VEHICLE INVENTORY SPACES

79 PUBLIC SPACES(CUSTOMER & EMPLOYEE)
3 ADA SPACES PROVIDED

5 Bicycle spaces

2

SITE PLAN GENERAL NOTES

BUILDING DATA:

TOTAL SQUARE FOOTAGE: 12,600 SF. TYPE IIB CONSTRUCTION.

B OCCUPANCY 60738F.

S-1 0CCUPANCY 6531

BUILDING IS NON SPRINKLERED

SEPARATION OF FIRE AREAS:PER IBC CHAPTER 7, TABLE 707.3.10

SEPARATION OF FIRE AREAS OF OCCUPANCY GROUP S-1: 3 HOURS - THESE ITEMS
WILL BE DETAILED AND INCLUDED IN BUILDING CONSTRUCTION DRAWING
SUBMITTALS.

TREES ALONG FRONTAGE ARE CLEARLY MARKED AS "EXISTING TO REMAIN" OR
"EXISTING TOBE REMOVED" ~ OWNER AGGREES TO THE PROPOSED PLAN FOR
EXISTING TREES AS WELL AS THE REQUIREMENTS FORNEW  "STREET TREES"
ALONG FRONTAGE ROADS.

ALL SIDEWALKS TO BE 50" WIDE PER CENTENNIAL REQUIREMENTS

ALL PARKING STALLS TO BE 90 X 18-0

KEYNOTE LEGEND

202 HOT MIX ASPHALT PAVING
2.1 FIRE HYDRANT RE: CIVIL PLANS
3202 HOT MIX ASPHALT PAVING
3203 CEMENT CONCRETE PAVING
3215 SEGMENTAL RETAINING WALL
217 SITE FURNISHING, BENCH

3218 SITE FURNISHING, WASTE RECEPTACLE
3219 SITE FURNISHING, BIKE RACK
220 STEEL BOLLARD

222 EXTERIOR CONCRETE PAVING
3351 STORM INLET, RE: CIVIL

70'SQ. INCH ACCESSIBILITY
SIGN \ PEDESTRIAN ROUTE

STRIPES AT 36" 0.C.

50" MIN. AT TYP. ACCESSIBLE PARKING STALL.

80" MIN. AT VAN ACCESSIBLE PARKING STALL
3
EY

3222

(32.18) SEE DETAIL #5 TYP.

(32.19) SEE DETAIL #4
5 spaces provided

3222

TYPICAL PAVEMENT SYMBOL

WHEEL STOP —__
=

NO
N PARKING

5

3351 DIMENSION TO CENTERLINE —— | T A
OF

32.17) SEE DETAIL #6 TYP.

3222

PUBLIC
ADA/RIGHTOF WAY
ACCESS

STRIPE - TYP. 90" MIN,

WITHIN THE LOADING AND UNLOADING
ACCESS AISLE PAINT THE WORDS "NO
PARKING" IN 12" HIGH LETTERS MIN.

oescriPTion

CHECKED

DESIGNED

Designer

FILENAME

ARCHSITE
PLan

Q117

5'sidewalk typ.
SB. LINE
GAS ESMT
PROPERTY
RN

(=]

—%ixlsrwe TREES

EXISTING TREE: 12IN. ASH
TO REMAIN. —

w =400

CASE NUMBER:
LU-16-00-168

|

MONUMENT SIGN LOCATION;
SEPARATE APPLICATION AND
PERMIT REQUIRED,

(; sitegoapes

telephone vault

PO, Bax 21526
Linceln, NE 68542

5 sidewalk typ,
Fiber optic
junction box

P 4024119464 | WEBSITE: ww.stescapesenlinecan
FX: 402421947| E-MALL: info@sitescapesonlne com

EAST ARAPAHOE ROAD

/3 ADA PARKING
3

108 =10

BXBXT6IN. IVORY
CMU 74" HIGH
WALL

6 OPAQUE SWING GATE
PAINT AND FINISH TO MATCH
BUILDING ACCENTS

(2 SITE-TRASH ENCLOSURE

COLORADO AUTOFINDERS

SITE PLAN

N xsmivg TReES T08E REMOVED

Srcaaty of SteScapss,Inc 2
Hlngotsroservoc,

WALL CAP BY MANUFACTURER

1/2" - 314" CRUSHED STONE OR
-CLEAN WELL DRAINAGE GRANULAR
fill———————— T

SEGMENTAL RETAINING WALL,
-CENTURY WALL BY KEYSTONE,
COLOR: SIERRA BLEND

FILTER FABRIC & 6" CONTINUOUS
PERFORATED DRAIN

112" EXP JT MAT. W/ SEALANT
CONCRETE WALK OR

FINISH GRADE/PLANTING
BED AS OCCURS

EGMENTED RETAINING WALL

P.O.Box 22326
Lincan, NE 68512

\f/ 18 =10

i G SDE VIEW
P RIGH SIDE ViE:

FRONT VEW

PEDESTRIAN BENCH

(8

iy

m SITE-

(% sitegoapes

i ERIDIAN R
s eircLE ‘ MR2-1000

[Pl i podercot d Do rstes

Saske i Soilss Stee! Afine Cable
126 0112 x5 ScinestSoal

5110
MOUNTNG DETAL

GROUND

LEVEL

oot Lo

8375 | o750m|
€.375" | 158.4 om|
86.375" | 219.4 om)
110.375° | 280.4 om|

INGROUND ,d i 5 o
AncHORMOUNT 34 |
76

2% 60

/5 SITE - TRASHBIN

/4 BIKE RACK DETAIL

scaLe

Asindicated

oATE

osz02016

sweT

3

sueET

14

w =10
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2=343107" AM. &
1.00° AM. &

6.96" AM. &
_EX. 10" WATER MAIN (N6649'54E

gl
i pa—}

EX. 33" RCP EX. 30" RCH

P _ -
STORM SEWER  STORM SEWER

6' GAS EASEMENT Bl

PLAT BK 50, PG 28 « ~

I Ve
((589°45'44°W REC),

CHB=NBE'51'35"E AM._+

EX. UTILITY VAULT,
EX. UTILTTY BOX
S

&7 sﬁf,
6" CURB & WATER
GUTTER,

REC!
REC. &

REC.

REC.)

&

2 Z
250" CURB HEIGHT .
e —EX. 8" PVC
03 07 SANITARY SEVER
QUALITY

N
iR
?

’ . 2
w\T T S°
]

= %
97
7 i
PR R
i ]
i R,

Do = L1

\ ﬂ
b
A | =
\ o \‘
L2 8.5l S

x =G 3 2
L, olt X X
| x|V r6 o Tow 578480
l 28% FG © BOW 5784.45 “
RERNS 4 daunlif-=o

85 VN RETANNG WALL \// pe=s RETAINING WALL
g Eas ) 4 \ F¢ © ToR 5780.45 2
| AR | G 76 0 BOW 5767.10 ., ~ A~
! 401 N \ =

P G © BOW 5755.5(7 s

1 9 o A )
e <

e | == 50.00° AM & REC

| &é—;&‘ - o S0012'38°E AM.

s s \_\ 9351 AM. & REC. ~ - (S00T416°E REC.)

| $89'47°25"W AM. %/ [

EXISTING GRADE:

PROPOSED GRADE:

(100-YR) 5.2

FLOWLINE OF.
GRASS SWALE'

NTS

RPA WATER QUALITY ENHANCEMENT SWALE
SECTION 'A-A

WATER QUALITY SWALE
PER SEMSWA DETAILS
AND SPECIFICATIONS

24.5' DRAINAGE EASEMENT

EXISTING GRADE
PROPOSED GRADE-

FLOWLINE OF
GRASS SWALE

(100-YR) 5.

NTS

T Aim,

RPA WATER QUALITY ENHANCEMENT SWALE
SECTION 'B-B'

~ 76" cURB

WATER QUALITY SWALE
PER SEMSWA DETAILS
AND SPECIFICATIONS

CASE NUMBER: LU-16-00168

9@“‘

s ps5eY
SWATER QUALITY ENHANCEMENTY

\30" UTLITY EASEMENT

BK 4844, PG 4

(APPROX. LOCATION)
> -

PSNED)
e X A
i o

A

R .
, WATER mu 4
ENHANCEMENT SWALE.

\ s
\| /25’ DRAINAGE, =~
EASEMENT
P

SWALE UNDERDRAIN,
=

FG @ TOW'5789.95
7.

N\ 204.70° AM. (204.79° REC.)
S74°23'53"W AM.
(S7421°51"W REC.)

20" DRAINAGE J_J i
EASEMENT U i
.S. CO. EASEMENT
UTILITIES AND INCIDENTAL
498, PG 555 & *
BK 4595, PG 82

LOT 1A, BLOCK 1
SOUTHFIELD PARK
AMENDMENT NO. 11

OWNER: CONCORD PLACE
ZONING: CG
USE: COMMERCIAL

319.21" AM. & REC.
NOO'08°39"W AM.

65.69" AM. & REC.
Fo 0 BOW 578795 (oot A
957 (N61'54'58"W REC.).
g 4+ WIDE 2" DEEP.
CDNCREY/E PAN @ 0.8%

20" DRAINAGE:

4" WMDE CONCRETE.

cwes CHASE AN
; /»// ¢
; “‘\Q‘,/¢Q

A

\
4' WIDE 2" DEEP.
CONC{?HE PAN @ 1.9% )%

* DE}
N\

A

) ~

FG @ TOW 5794.40
CMaFG © BOW 5790.60

\ N\
2 . \\Ex{;ﬁ'uw”‘ o
\ DYAULT
2 N .
N
e
/. "CROS!
N \8\\

COLORADO AUTO FINDERS

SITE PLAN

LOT 2A, BLOCK 1 SOUTHFIELD PARK FILING NO. 11
PART OF SECTION 24, TOWNSHIP 5 SOUTH, RANGE 67 WEST, 6TH PRINCIPAL MERIDIAN
CITY OF CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

219.46' AM. & REC.
L~ S4TITI4E AM.
\ (5433255 REC.)

LOT 2
SOUTHFIELD PARK
FILING NO. 2

PARK DENVER LLC
ZONING: BP100
USE: OFFICE

2=19718'19" AM.

(1918'39" REC.)
R=870.00" AM. & REC.
\~L=293.14" AM. (293.22° REC.)
\ CH=291.76" A.M. (291.84" REC.)
7 'CHB=S3353'41"E AM.
(S3353'36"E REC.)

5" WIDE
DETACHED WALK
%\\\\ AT
\ N

EX. 2" GAS MAIN
EX. 8" SANITARY SEWER

EX. 10" WATER MAIN

\ .
2" WIDE CONCRETE.
CURB CHASE @ 2.7%

i /FG @ TOW 5797.50
N/ FG @ BOW 5792.60

RETAINING WALL

G @ TOW 5798.55
FG @ BOW 5793.65

8" GAS EASEMENT

-

PLAT BK 50, PG 28
el % P

OWNER: ARAPAHOE CORPORATE

\ \ 33.42° AM. (3339 ReC)
*523'59'30"E AM.
\\ (524'14'16"€ REC.)

NN

REVISIONS

Description

FIRST SUBMITTAL REVIEW COMMENTS
SECOND _SUBMITTAL REVIEW COMMENTS

LEGEND:

@ FOUND SURVEY MONUMENT DGR

R

EANI

() SANITARY SEWER MANHOLE o

X UGHT POLE s o

o BOLLARD —L
@ TELEPHONE BOX s
O\ FIRE HYDRANT L
GAS: UNDERGROUND GAS LINE [ d

SMS

UNDERGROUND TELEPHONE LINE

e
WATER SERVICE LINE

NAME,
15-231 SP-CV.dwg

SANITARY SEWER SERIVCE LINE
PROPERTY LINE

RIGHT-OF-WAY LINE

LOT LINE

EXISTING CURB AND GUTTER
EXISTING CONTOUR
PROPOSED CONTOUR

FINISH GRADE ELEVATION

— 6000——

— 6000——
FG 6000.00

_FL 800000 FLOWLINE ELEVATION

_TBC 500000 ToP BACK OF CURB ELEVATION
RD®  ROOF DRAIN
Ds®  DOWNSPOUT

1" WIDE SPILL CURB AND GUTTER

2" WIDE CATCH CURB AND GUTTER

CONCRETE PAVEMENT

AC PAVEMENT

LANDSCAPE GRAVEL (UNPACKED)

DRAINAGE FLOW DIRECTION

COLORADO AUTO FINDERS

0 20 40 80 120

SITE PLAN
GRADING AND DRAINAGE PLAN

SCALE: 17 = 40°

L\ 4=655704" AM. o taEs
\\\\\ (6610000" REC.) 0 88k
o# R=280.00" AM. & REC. Lges 5838
2.30° AM. (322.54° REC.) Sci asRE
04.80" AM. (305.00° REC.) Zo 895z
CHB=S57"11'09"E A.M. O&: "¢
(S5714'16"E REC.) e — £
iy .

T WIE WL M TREES 70 REVAN

. ~3 PINE .

”U:'E’:TUN PROVIDE PROTECTION |

e FENCE AS SHOWN ON
- LANDSCAPE PLAN
e EX. UTILITY
S VAULT
1 ASH TREE TO REMAIN. PROVIDE~ —
A==~ PROTECTION FENCE AS SHOWN = EX TEL VAUT
. — T — 1 T T A ON LANDSCAPE PLAN™ ~ Y ) - EX. UTILITY VAULT
___LJ—Q‘—A 6" GAS EASEMENT YN, 12", v 1"=30"
- Nall J——
— o s ST AL B 50 PO 28 ) A e ©
05 ‘ B < oy ! 2 JUNE 20, 2016

PR,
& f

(140" R.O.W.)

_ EAST ARAPAHOE ROAD

- S89'48'5T"W A.

- \.5" WDE__
(S8945'44"W REC.)  _DETACHED WALK

R

3 %WEES*TO BE REMOVED

TOTAL SHEETS

14
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REC. v )
CHE NB6'51'35"E AM._ 4 - (, VQ\Q‘GQ/
EX. 10" WATER MAN (95 Rec) & d £

CONNECT TO EX. DOUBLE
TYPE 13 INLET P 505524 ch/

CONNECT TO EX. DOUBLE
TYPE 13 INLET -

2 i 228
(NV IN E 566495) __— N £ 5668.32)

INV IN 5665.95

(INV OUT 5664.70) (NV 0UT 5669.25)

EX. UTILITY VAULT'Z

Ex. UTLITY

TEC 5680.70
INV IN 5674.00

3 675,50, N
Ny R \
X a \ N\
5 \
XXV 18" RoP STORM 5674.43

2.1 CLEAR EX_ 2" GAS MAIN

COLORADO AUTO FINDERS
SITE PLAN

LOT 2A, BLOCK 1 SOUTHFIELD PARK FILING NO. 11
PART OF SECTION 24, TOWNSHIP 5 SOUTH, RANGE 67 WEST, 6TH PRINCIPAL MERIDIAN
CITY OF CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

Description

REVISIONS

FIRST SUBMITTAL REVIEW COMMENTS
SECOND _SUBMITTAL REVIEW COMMENTS

EX. 33" RCP EX. 30" RCP .
STORW SEWER  STORM SEWER ¢/ /m«g{csnsax . LEGEND:
5 GAS EASEMENT » ©e
AT bR s pe /0 INV 4° 567231 N N sross’ A & R © FOUND SURVEY MONUMENT M
STORM WH 457 DRAINAGE ™ . M. . EANI
z o o [apusT Mc»zu;gg \ EASEVENT. \\\7\9\» S4TIIE AM. () SANITARY SEWER MANHOLE Sl
N 2TV I0Z | RM 5681.80 \ \ 4 (543 '32'55"E REC.) LY LiGHT POLE nln
INV wr 5571 507 1000 LF 4° PYC S % N\ <<\ 8|99
= \”’ SANITARY SEWER A\ o BOLLARD —
wmm auAurv SWALE SERVICE @ 5.6%. =
/ ERORAN N M TELEPHONE BOX
25" DRAINAGE| =)
FIRE HYDRANT
EASEMENT . \_ex 8" PIC o S
690 SANITARY SEWER 5685 %5 GAS- UNDERGROUND GAS LINE DESIGNED Sus
\50\ UTLIITY EASEMENT . SMR|;E5V§:523 LoT 2 T UNDERGROUND TELEPHONE LINE TLENANE,
BK 4844, PG 4 > 15-251 SP-CViawg
(arPROK. LoCATON) p INV 5677.90 \ SOUTHFIELD PARK W WATER SERVICE LINE
@7 e 100.0 LF 4" PVC, FILING NO. 2 s SANITARY SEWER SERIVCE LINE
X\ 7. Ss‘mw,}‘c'?gs%ﬂ PROPERTY LINE
‘ o 5 OWNER: ARAPAHOE CORPORATE RIGHT-OF—WAY LINE
I y
| (?/ I % 20" DRAINAGE X N JONING: ’g;\;%ODENVER Le LOT LINE
P EASEMENT e :
= ¥ LF X %75 USE: OFFICE == == == EXISTING CURB AND GUTTER
Ma - | > o el ——6000—  EXISTING CONTOUR
' P SAN. SEWER L0 — 6000——  PROPOSED CONTOUR
| | o 7 AND 11.25° BEND i £4=1918"19" AM. F6 6000.00
| ! RIM 5688.50. 0 v aizgh —_ FINISH GRADE ELEVATION
5o INV 5683,50756° (1918'39" REC.) 0
i | | 4 - \ R=870.00" AM. & REC. _fL 600000 FLOWLINE ELEVATION g
- ) 3 g 8
[ 2+ 8.5 < e SANTARY SEVES ézi;h;s’/&y M(zs;;z 5?4!?;?0) P00 TOP BACK OF CURE ELEVATION w
£39 ¢ SERVICE © 4.8% CH=291. .M. (291. .) o
| <@ ¥ 2 7 AN 7 'CHB=S33'53'41"E AM. RD ROOF DRAIN [a)
R Qf == & x 65.69' AM. & REC.” Y 2% - ® 4% (S33%53'36"E REC.) ps®  DOWNSPOUT Z >
| E %20 . NE214'15"W A4M4; L A,KJO & 1" WIDE SPILL CURB AND GUTTER LL <
[o > j(}ﬁ"‘* / - _(N6154'58"W REC)S // \ EX. 2" GAS MAIN . Z 3
RS -1 gl — ———Y 7 SAN. SEWER CO EX. 8" SANITARY SEWER B B 2 WIDE CATCH CURB AND GUTTER 0 <
[ 228 AR N % o
@ N — 0 » ”
| ~ = 7 Qr i 204.70° AM. (204.79° REC.) | NV 3687.50 EX. 10" WATER MAIN CONCRETE PAVEMENT oo >
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P 2 e N SANITARY SEWER LA
‘ ! <V (S7421'51°W REC) ‘ \ - SERVICE @ 6.7% GAS MAIN CROSSING AC PAVEMENT 0 [ :
| | a6 (3.5’ DEPTH ASSUMED) —_ =
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P 93.51" AM. & REC. (Sog 14'16"E REC.) 20 mwmc[ J_» 122.5" BEND & CLEANOUTS - DRAINAGE FLOW DIRECTION Y
I \J 58947°25"W AM. RIM 5698.807\ 77,
[ L -~ / s ‘ INV 5694.50 (@)
2 = | AL (389424 " iEzC)/ }J LOT 1A, BLOCK 1 S0 E"SEMWJ b \ -
- = — J UTILITIES AND INCIDENTAL S .
,ﬁ: 4:4:1 = mm@/ j,7j, J SOUTHFIELD PARK BK 4498, PG 555 & } L\ fECT’;’;g;lANLET 0
g = ‘ s AMENDMENT NO. 11 BK 4595, PG 82 | \ INV IN 5687.57 O
JE % i f I A | i9! INV 5693,00 i ] v our\mssssu\
< = OWNER: CONCORD PLACE r 7o Y ”777; PP o ;;;gg g\OME %59 REC.)
e — — — — Bt .
o ZONING: CG
i | 1 USE: COMMERCIAL - : ROOF DRAW (VP.) sron sever A\ | (S2471416E REC.)
: ’ ‘ f \F
g = 0 T , N
| ) A v\
Lo | |1 =T W i
' : I 90" BEND & CLEANOUT \ O\
| fi . FF 5698.85 RIM 5695.80 \, \ \ |
519.21 AN & REC l } ) NV 5688.94 8" CAS EASEMENT
21" AM. . () e | I k PLAT BK 50, PG 28
NOO'08'39"W AM. T " 5 N\, 0 20 40 80 120
et 103.0 LF 1-1/2
(NOO'14'16"W REC.) t WATER smw/cs A\ “ - -
| [ 143.3 LF CAR WASH SCALE: 17 = 40
‘ | WATER SERVICE (SIZE TBD) ™\
t . 2 souy
\ £=65'57'04" AM. =) 2888
Il b c 8g283
EX. FRE HYDRANT — 1 < (6600'00" REC) nE: it
4 SRR o+ R=280.00" AM. & REC. <8¢ 2838
TOTT 7 Ny 10.0 LF IRRIGATION; 1=322.30" AM. (322.54' REC.) >< SR8
SERVICE (SIZE TBD) CHD=304.80" A.M. (305.00" REC.) - 80355
ey e ) SR CHB=S5711'09"E AM. 05z ¢
20" DRAINAGE o —_— g
EASEMENT /\ EX. 8" PVC WATER MAIN-_ (55714 16 E REC) H
- — N gl ~u_
[ O
L\\\‘/ \ w\,»uhmﬁ ,
a M ~ ~ ﬂ ‘ M_ h I
) ~
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" e 20, 2018
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COLORADO AUTOFINDERS

PART OF THE SW 1/4 OF SECTION _OF SECTION 24, TOWNSHIP 5
SOUTH, RANGE 67 WEST OF THE SIXTH PRINCIPAL MERIDIAN,CITY OF

PLAN NOTES
CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO
1. NO SUBSTITUTIONS WITHOUT PREVIOUS APPROVAL OF LANDSCAPE ARCHITECT. UNAPPROVED
DEVIATIONS FROM THIS PLAN WILL BE RECTIFIED AT CONTRACTORS EXPENSE.
2. CONTRACTOR TO PROVIDE ANALYSIS OF ANY AMENDMENTS PROPOSED FOR PLANTING AREAS PRIOR TO
INSTALLATION OF SUCH MATERIALS.
3. CONTRACTOR TO PROVIDE RECEIPTS TO LANDSCAPE ARCHITECT FOR ALL SEEDING PROPOSED ON SITE,
PRIOR TO INSTALLATION OF SEEDING MATERIALS.
4. NO FABRIC UNDER WOOD MULCH IN ANY AREAS. ALL PLANTS IN ROCK MULCH AREAS TO RECEIVE
SHREDDED CEDAR MULCH RINGS. MASSING SHALL HAVE CONTINUOUS SHREDDED MULCH BANDS. SEE
DETAILS SHEET L2.0.
5. DRIPLINE TO BE PLACED OVER WEED BARRIER FABRIC AND STAKED ON TOP OF WEED BARRIER.
6. WEED BARRIER CUTOUTS FOR PLANTS IN ROCK AREAS SHALL ACCOUNT FOR MATURE SIZE OF PLANTS,
AND EQUAL AT LEAST THE DIAMETER OF THE ROOTBALL. SEE DETAILS SHEET L2.0
7. ALL EMITTERS PER IRRIGATION PLAN. EMITTERS TO BE PLACED AT THE APPROPRIATE LOCATIONS. ALL
EMITTERS TO USE MICRO TUBING, STAKES, AND BUG CAPS.
8. RETAIN 10% OF ALL PLANT TAGS PER SPECIES FOR DURATION OF WARRANTY PERIOD.

%,

DT —
N A\ % rowateri over
AN e
S :
7 BN ¢\

LOT 3, BLOCK 2
SOUTHFIELD PARK
AMENDMENT NO. 2

* Native and very xeric plant materials are to be
installed and maintained in accordance with
current CO Best Management Practices, which
include proper amendments (amend for

/ drainage where required, less organic matter
‘SEMSWA SEED . N than high water plants, no fertizers, etc) and
MIX (TYP) % 4 {o‘\\& reduced irigation frequencies. No plant
7 .% / QN substitutions without prior approval of
i — EMSWA WATER 4\‘\\,‘& landscape architect.

QUALITY SWALE 5

B >

(TYp)

oy

2 YEAR STORM o
WATER QUALITY-WSE s

- - st

SN W
gy

\k\ N
N

+SIGHT TRIANGLE NO
N\ / ¢MATERIAL OVER 30" IN
\ "HEIGHT AT MATURITY IN

CORNER SIGHT TRIANGLE.
NO MATERIAL OVER 30" IN
HEIGHTAT MATURITY IN

TRUANGLE (TYP) 7z

MATCHLINE SHEET L1.1

CASE NUMBER: LU-16-00168

DO NOT DRY OUT FOR AT LEAST 45 DAYS BY IRRIGATING FREQUENTLY. SEEDLINGS TO BE IN DAMP SOIL
BUT NOT STANDING WATER PROVIDE LESS FREQUENT, DEEP IRRIGATION AFTER SEED EMERGENCE.

SEED E: MOW NATIVE SEED AREAS ONCE A MONTH OR ONLY WHEN NEEDED TO CONTROL.
Il Seeding WEEDS OR AT END OF GROWING SEASON.
MOW SEED MIX TO A 4" HEIGHT AND LET NATIVE SEED MIX GROW TO 816" HEIGHT. HAND PULL WEED OR
(909%) Buftalograss
TS —— 1 — SPOT WEED USING A BROADLEAF APPLICATION DURING FIRST 3 GROWING SEASONS, o) e SEE SHEET L2.0 FOR SITE
Blue Grama Hactita | PNWB | 20 06
Westem Wheatgass | Ariba | PNCS 20 32 SEED ESTABLISHMENT: KILL EXISTING VEGETATION BY SOLARIZATION, OR WITH A NON-RESIDUAL Seed @ 2331/ 10001 CAT EG O RY R EQ U | R E M E NT
Sideoats Grama Vaughn PNWB 20 18 HERBICIDE. ALLOW SUFFICIENT TIME FOR HERBICIDE TO WORK, IRRIGATE FOR 2-3 WEEKS AND RE-APPLY DISTURBED AREAS TO BE
Thickspike Wheat o tg PNCS 10 1 HERBICIDE TO ANY EMERGING WEEDS. REMOVE DEBRIS, LARGE CLUMPS, ETC. SPREAD ORGANIC MATTER TH NA'
orepiks Wiheaiiess || YSmiang AT 2 CYD PER 1000 SF AND SPECIFIED AMENDMENTS AND TILL INTO TOP 4-6" OF SOIL. SEE NOTE #10 FOR ;FSEEEED W‘T’:‘QRJ,“VENAV#';D CALC U LATl O N S
StieambankWheeldiees:|_Soci ] Pnes 1A a2 SPECIFICS ON APPLICATION METHOD, SLOPE PROTECTION, ETC. HYDROMULCH AND ENSURE SEEDLINGS S O ERWISENO

PLANT SCHEDULE

QTY FOR REFERENCE ONLY.
VERIFY AL COUNTS PER PLAN

TREES

LARGE TREES

FHFE

SMALL TREES

o

OO0

Go o

PERENNIALS

ONO)]

CODE  QTY  BOTANICAL NAME | COMMON NAME
EXREM 3 REMOVE AS INDICATED / EXISTING TREE TO BE REMOVED
EXRET 4 O REMAIN- Protect during constructon  EXISTING TREE TO REMAIN

CODE  QTY  BOTANICAL NAME | COMMON NAME

oL

AG 7 (8%) Acer grandidentatum  Bigiooh Maple Bes 2cal
€S 11 (12%) Catalpa speciosa / Northem Catapa B8 2Cal
€O 10 (119%) Celis occidentas Common Hackberry Bas 2cal
TS 8 (9%) Gletisaviacanihos inermis Shademaster TM  Shademastr Locust Bes 2cal
G0 10 (L1%) Gymociadus diica Espresso’ Kentucky Cofeetee BaB 2Cal
QM 10 (119%) Quercus muehienbergi Chinkapi Oak Bas 2cal
UC 9 (10%) Umusx Fronter | Amercan Eim Bas 2l
CODE  QTY  BOTANICAL NAME | COMMON NAVE conT caL
AH 9 (10%) Acer ttarcum 'Hot Wings' | Hot Wings Tetarian Maple Be8 15Ca
KP 9 (10%) Koekeuteria panicuata | Golden Rai Tree: B8 15Ca
PCA 8 (9%) Pyms callryana ‘Autumn Blaze' | At Blaze Pear Bas 15Cal
TOTAL =91 PROPOSED TREES
CODE  QTY  BOTANICAL NAME COMMON NAVE SIZE FIELD?
AC 48 (8%) Arcostaphyios xcoloadoensis Chiefan’/ Manzania 5ol
€D 91 (14%) Caryopteis xclandonensis Dark Knight / Bue Mist Shrub sga
N 26 (4%) Cercocarpus nvicatus  Litle Leaf Mourtain Mahogony 52l
CMF 51 (8%) Chamasbatiaia milefolum Fembush’ | Fembush sga
MR 64 (10%) Mahoria repens  Creeping Mahoria 5gal
POD 71 (119%) Physocarpus opuifolus ‘Diabo’  Diabo Ninebark 5
PFG 67 (10%) Potenila frutcosa ‘Goldfnger | Goldinger Potentlla 5ol
PB 34 (5%) Prunus besseyi/ Sand Cherry 5al
PBP 87 (14%) Prunus besseyi Pawnee Butes'/ Sand Chery 5
RG 94 (14%) Rhus aromatica ‘Gro-Low' | Gro-Low Fragrant Sumac 5gal
TOTAL =633 PROPOSED SHRUBS
CODE  QTY  BOTANICAL NAVE/COMMON NAME SIZE FIELD?
s E Sorghastrum nutans ‘Indian Stef”/Inian Grass 1
SH 2L Sporobolusheterolepis  Praie Dropseed 1gad
SW I8 Sparobolswighti/Big Sacaton 10
TOTAL =315 PROPOSED GRASSES
CODE  QTY  BOTANICAL NAME | COMMON NAVE SzZE FELD?
o s Calithoe involucrata/ Wie Cups 109
OM 56 Oenothera macrocarpal Evering Primrose. 1
TOTAL =107 PROPOSED PERENNIALS.
CODE  QTY  BOTANICAL NAME | COMMON NAVE coNT FiELD?
AGG 8990l AGGREGATE/2-4" muh

24° LOCAL RIVER ROCK. SEE NOTES FOR AND DETAILS FOR

PLACEMENT. PLACE AT UNIFORM DEPTH OF 3" OVER PERMEABLE

WEED BARRIER FABRIC.
WM 21437sf SHREDDED CEDAR MULCH I WOOD MULCH muleh

UNDER WOOD MULCH AREAS
CODE  QTY  BOTANICAL NAME | COMMON NAVE coNT FIELD?
N 26721 NATVE /PANEE BUT LAWN M seed

23185 PER 1000 SQUARE FEET. RRIGATED SEED MIX,
SLG  15409sf SEMSWALOW-GROWTH DRILL SEEDING MX seed

SEE SEED MIX SPECIFICATIONS SHEET L10
*ALL PROPOSED PLANTINGS ARE XERIC

REFERENCE NOTES SCHEDULE

SYMBOL DESCRIPTION oty
PLACE SHREDDED CEDAR MULCH AROUND BASE OF ALL
PERENNIALS AND GRASSES IN LARGE COBBLE AREAS. MASSED
PERENNIALS TO RECEIVE LARGE RING AROUND ENTIRE GROUP
PLACE PLANTS TO PROVIDE MIN. 2’ CLEARANCE FROM BACK OF
CURB AT MATURE SPREAD.
01 GENERAL
SYMBOL DESCRIPTION QY
SEED ALL DISTURBED AREAS WITH NATIVE LAWN MIX UNLESS
(0911 OTHERWISE NOTED.
32 EXTERIOR IMPROVEMENTS
SYMBOL DESCRIPTION QY
14 G ROLL TOP STEEL EDGING, STAKED 30" OC MAX. 1221LF
[z
SEED MIXES
SYMBOL DESCRIPTION QY

ALL SEEDED AREAS TO BE AMENDED AND HYDROSEEDED.
PLACE EROSION CONTROL MAT ON ALL SLOPES EXCEEDING 4:1

COLORADO AUTO FINDERS

LANDSCAPE PLAN ENLARGEMENT

)

)
A
Z

Irrigation Design

Landscape Architecture

Land Planning
5539 Colt Drive, Longmont, CO 80503
(303) 443-0388 - neil@ndscolorado.com

NATURAL DESIGN SOLUTIONS

SEE SHEET

6

June 20, 2016
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COLORADO AUTOFINDERS

PART OF THE SW 1/4 OF SECTION _OF SECTION 24, TOWNSHIP 5
SOUTH, RANGE 67 WEST OF THE SIXTH PRINCIPAL MERIDIAN,CITY OF
CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

= :‘;mncl:u*e SHEET L1.0 ;ﬂ’/
—
MATCHLINE SHEET L1.1
L}
g |

DRAIAG

EASEMENT'

]

[ FF 5698.85 |

(I iR

[ 1 VS

[ PARKING L(
l | R B\~ 4SCREENING (TYP)
I ' |
| s
} R y SEE SM-101]
\ [ Aaiatt it Al 4\
_I 5698 ,
— ] v R W e — PER OWNER'S PURCHASE AGREEMENT, et —— ¥ A —
- THIS AREA NOT - L
CORNER SIGHT TRIANGLE EXCEED 5.0 HEIGHT ~ _
I _NO MATERIAL OVER 30" IN HEIGHT PARKINGLOT B
VA ATMATURTY I TRANGLE (1Y) RN S — TREEMVR),

L s 01 ’ “PROVIDE TREE PROTECTION

~ 30'UTILITY AN S FENCE AT MIN. 15' RADIUS

[EASEMENT, WA
: 0000000 S 100715 PINE FROMTRUNK(TY)
$..0. 04005 A S 14" PINE

T AR R
0 e g 17177

0240 Las 200 ta el AT LAWK /Z p A A g
4555558155 55 L ‘i el onoay Yoy, /////// b

///// v
g

5" PINE

L IN N
o ) s, vy ( 7% //;;/;f/;;// (7S
77700701 S N/ 10007

MIX SEED (TYP)

110077 777777

i ST A
PROPOSED WALK (TVP) - i

/////////W////////// 77N
/

s b ‘x {

e Nz
10000

EXISTING TREE E\ROAIL EXISTING TREE TO LE:SS;\ESM 13"PINE EXISTING TREE TO EXISTING TREE TO
kS ———TO REMAIN{TYP)——— S MAINATYP) R STREETTR R — BE REMOVED REMAIN(TYP)
R (140" R.O.W.) PROVIDE TREE PROTECTION FENCE
. AT MIN. 12' RADIUS FROM TRUNK (TYP). - - — — - — — — - - — — — — —
LANDSCAPE PLAN i
SCALE: 1" =30 0 » w ®
* Native and very xeric plant material are (o be ow-Growth Drill Seeding Mix Native Lawn Mix
SYMBOL DESCRIPTION Qv installed and maintained in accordance vith (90%) Bufflograss
- current CO Best Management Practices, which (10%) Blue Grama
PLACE SHREDDED CEDAR MULCH AROUND BASE OF ALL include proper amendments (amend for Euneiooress Tewoka | PWS {20 22
PERENNIALS AND GRASSES IN LARGE COBBLE AREAS. MASSED drainage where required, less organic matter Hs Crama. Hachiia || PAWB; {20 05 Seed @ 2310/ 1000<f
PERENNIALS TO RECEIVE LARGE RING AROUND ENTIRE GROUP than high water plants, no fertizers, etc) and WestemWhealgrass | Arba | PNCS 2 32 DISTURBED AREAS TO BE
(TYP). reduced irrigation frequencies. No plant Sideoats Grama Vaughn | PNWB 20 18 RESEEDED WITH NATIVE LAWN
substituions without prio approval of Thickspke Wheatgrass | Citana [ PNCS | 10 1 R T e L
PLACE PLANTS TO PROVIDE MIN. 2" CLEARANCE FROM BACK OF landscape architect. Streambank Wheatgrass Sodar PNCS 10 12 RE: CIVIL PLANS
CURB AT MATURE SPREAD.
SEED MAINTENANCE: MOW NATIVE SEED AREAS ONCE A MONTH OR ONLY WHEN NEEDED TO CONTROL WEEDS OR AT END OF GROWING SEASON.
01 GENERAL MOW SEED MIX TO A 4" HEIGHT AND LET NATIVE SEED MIX GROW TO 8"-16" HEIGHT. HAND PULL WEED OR SPOT WEED USING A BROADLEAF APPLICATION
SYMBOL DESCRIPTION Qry DURING FIRST 3 GROWING SEASONS.

SEED ALL DISTURBED AREAS WITH NATIVE LAWN MIX UNLESS
D0l OTHERWISE NOTED.

32 EXTERIOR IMPROVEMENTS

SYMBOL DESCRIPTION Qry
14 G ROLL TOP STEEL EDGING, STAKED 30" OC MAX. 1221LF
200
SEED MIXES
SYMBOL DESCRIPTION Qry

ALL SEEDED AREAS TO BE AMENDED AND HYDROSEEDED,
PLACE EROSION CONTROL MAT ON ALL SLOPES EXCEEDING 4:1.

SEE SHEET L2.0 FOR SITE
CATEGORY REQUIREMENT
CALCULATIONS

CASE NUMBER: LU-16-00168

SEED ESTABLISHMENT: KILL EXISTING VEGETATION BY SOLARIZATION, OR WITH A NON-RESIDUAL HERBICIDE. ALLOW SUFFICIENT TIME FOR HERBICIDE TO
WORK, IRRIGATE FOR 2-3 WEEKS AND RE-APPLY HERBICIDE TO ANY EMERGING WEEDS. REMOVE DEBRIS, LARGE CLUMPS, ETC. SPREAD ORGANIC MATTER
AT 2 CYD PER 1000 SF AND SPECIFIED AMENDMENTS AND TILL INTO TOP 4-6" OF SOIL. SEE NOTE #10 FOR SPECIFICS ON APPLICATION METHOD, SLOPE
PROTECTION, ETC. HYDROMULCH AND ENSURE SEEDLINGS DO NOT DRY OUT FOR AT LEAST 45 DAYS BY IRRIGATING FREQUENTLY. SEEDLINGS TO BE IN
DAMP SOIL BUT NOT STANDING WATER PROVIDE LESS FREQUENT, DEEP IRRIGATION AFTER SEED EMERGENCE.

PLAN NOTES

1. NO SUBSTITUTIONS WITHOUT PREVIOUS APPROVAL OF LANDSCAPE ARCHITECT. UNAPPROVED
DEVIATIONS FROM THIS PLAN WILL BE RECTIFIED AT CONTRACTORS EXPENSE.

2. CONTRACTOR TO PROVIDE ANALYSIS OF ANY AMENDMENTS PROPOSED FOR PLANTING AREAS PRIOR TO
INSTALLATION OF SUCH MATERIALS.

3. CONTRACTOR TO PROVIDE RECEIPTS TO LANDSCAPE ARCHITECT FOR ALL SEEDING PROPOSED ON SITE,
PRIOR TO INSTALLATION OF SEEDING MATERIALS.

4. NO FABRIC UNDER WOOD MULCH IN ANY AREAS. ALL PLANTS IN ROCK MULCH AREAS TO RECEIVE

SHREDDED CEDAR MULCH RINGS. MASSING SHALL HAVE CONTINUOUS SHREDDED MULCH BANDS. SEE

DETAILS SHEET L2.0.

DRIPLINE TO BE PLACED OVER WEED BARRIER FABRIC AND STAKED ON TOP OF WEED BARRIER.

'WEED BARRIER CUTOUTS FOR PLANTS IN ROCK AREAS SHALL ACCOUNT FOR MATURE SIZE OF PLANTS,

AND EQUAL AT LEAST THE DIAMETER OF THE ROOTBALL. SEE DETAILS SHEET L2.0

7. ALL EMITTERS PER IRRIGATION PLAN. EMITTERS TO BE PLACED AT THE APPROPRIATE LOCATIONS. ALL
EMITTERS TO USE MICRO TUBING, STAKES, AND BUG CAPS.

8. RETAIN 10% OF ALL PLANT TAGS PER SPECIES FOR DURATION OF WARRANTY PERIOD.

X

QY FOR REFERENCE ONLY.

PLANT SCHEDULE VERIFY ALL COUNTS PER PLAN
EXISTING TREES CODE Qry. BOTANICAL NAME / COMMON NAME CONT CAL
EX-REM 3 REMOVE AS INDICATED / EXISTING TREE TO BE REMOVED EX
EXRET 4 TO REMAIN- Protect during construction / EXISTING TREE TOREMAIN  EX
CODE Qry. BOTANICAL NAME / COMMON NAME CONT CAL
AG 7 Acer grandidentatum / Bigtooth Maple B&B 2'Cal
s u Catalpa speciosa  Norther Catalpa BaB 2Cal
co 10 Celtis occidentalis / Common Hackberry B&B 2'Cal
GTs 8 Gleditsia triacanthos inermis “Shademaster’ TM / Shademaster Locust B&B 2°Cal
@ 1 Gymnocladus dioica ‘Espresso’ / Kentucky Coffeetiee BaB 2Cal
M 10 Quercus muehlenbergi Chinkapin Oak BeB 2Cal
uc 9 Ulmus x Frontier’ / American Elm B&B 2°Cal
SMALLTREES ~ CODE QIY  BOTANICAL NAME!COMMON NAVE CONT cAL
% a9 Acer tataricum "Hot Wings' / Hot Wings Tatarian Maple BeB 1scal
@ KP 9 Koelreuteria paniculata / Golden Rain Tree B&B 15Cal
PCA 8 Pyrus calleryana ‘Autumn Blaze' / Autumn Blaze Pear B&B 15Cal
SHRUBS CODE  QIY  BOTANICAL NAMECOMMON NAWE SiZE  FELD?
@ Ac 8 Arctostaphylos x coloradoensis ‘Chieftain’ / Manzanita. 5l
@ o a Caryoperis x clandonensis Dark Knight / Blue Mist Strub Sgal
{:{:} CIN 2% Cercocarpus intricatus / Little Leaf Mountain Mahogony 5al
@ CMF 51 Chamaebatiaria millefolium "Fembush’ / Fernbush 5gal
O VR 64 Mahoria repens | Creeping Mahoria Sgal
O POD 71 Physocarpus opulilius Diablo’ Diablo Ninebark Sgal
Q PG 67 Potentila fruicosa ‘Goldfinger' / Goldfinger Potentila Sgal
@ B m Prunus besseyi / Sand Cherry Sgal
@ PBP 7 Prunus besseyi ‘Pannee Buttes'/ Sand Cherry Sgal
@ RG u Rhus aromatica “Gro-Low’ / Gro-Low Fragrant Sumac 5al
GRASSES CODE  QTY  BOTAICALNAVEJ COMMON NAVE SZE FELD2
{:} sl 2 ‘Sorghastrum nutans “Indian Steel / Indian Grass 1gal
{;‘; SH 211 Sporobolus heterolepis / Prairie Dropseed 1gal
Q w7 Sporobolus wright / Big Sacaton 1al
PERENNIALS CODE QY BOTANICAL NAME / COMMON NAME. SIZE  FIELD2
@ a 51 Calithoe invlucrata / Wine Cups 1ga
0] oM 56 Oenothera macrocarpa / Evening Primrose 1gal
MULCHES CODE Qry. BOTANICAL NAME / COMMON NAME CONT FIELD2
AGG 8990sf AGGREGATE/2-4" muich
2-4" LOCAL RIVER ROCK. SEE NOTES FOR AND DETAILS FOR
PLACEMENT. PLACE AT UNIFORM DEPTH OF 3" OVER PERMEABLE
'WEED BARRIER FABRIC.
WM 21,437 sf  SHREDDED CEDAR MULCH / WOOD MULCH mulch
GORRILA HAIR OR SHREDDED REDWOOD MULCH. NO WEED BARRIER
UNDER WOOD MULCH AREAS
SODISEED CODE  QIY  BOTANICAL NAME/ COMMON NAVE CONT FIELD2

NLM  26,721sf NATIVE LAWN SEED MIX / PAWNEE BUTTES SEED CO NATIVE LAWN MIX ~ seed
2-31BS PER 1000 SQUARE FEET. IRRIGATED SEED MIX.

SLG 15409 sf SEMSWA LOW-GROWTH DRILL SEEDING MIX seed
E SEED MIX SPECIFICATIONS SHEET L1.0
*ALL PROPOSED PLANT\NGS ARE XERIC

COLORADO AUTO FINDERS

LANDSCAPE PLAN ENLARGEMENT

NATURAL DESIGN SOLUTIONS

ado.com

- Irrigation Design

o
8
2
8
o
8
5
5
g
3
H

388 - neil@nds
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Land Planning

5539 C
(303) 4

SEE SHEET

7

June 20, 2016

14




iwwo) bBuiuoz pue Buluue|d

uoiss

abed 910z/zL/0L :

b

GENERAL NOTES

COLORADO AUTOFI

NDERS

PART OF THE SW 1/4 OF SECTION _OF SECTION 24, TOWNSHIP 5

SOUTH, RANGE 67 WEST OF THE SIXTH PRINCIPAL MERIDIAN,CITY OF
CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

(Note: Al references to “Contractor” are specifc o “Landscape Contractor” unless
notiied as “General or other type of Contractor’)

CONTRACTOR IS RESPONSIBLE FOR VERIFYING QUANTITIES OF MATERIALS
NEEDED TO COMPLETE THIS PLAN IN THE FIELD. NOTIFY LANDSCAPE
ARCHITECT OF ANY DISCREPANCIES BETWEEN THE DRAWINGS AND
CONDITIONS IN THE FIELD. SUBSTITUTIONS OF PLANT MATERIAL ARE NOT
ALLOWED WITHOUT APPROVAL FROM LANDSCAPE ARCHITECT GIVEN
PRIOR TO INSTALLATION. GRAPHIC QTY'S. PREVAIL OVER WRITTEN QTY'S.
PRIOR TO COMMENCEMENT OF WORK THE LANDSCAPE CONTRACTOR
SHALL CONTACT OWNERS REPRESENTATIVE FOR SPECIFIC INSTRUCTIONS
RELEVANT TO THE SEQUENCING AND SCOPE OF WORK.

CONTRACTOR IS RESPONSIBLE FOR INSTALLING ALL LANDSCAPE SHOWN
ON THIS PLAN. ANY DEFICIENCIES OR DEVIATIONS FROM THIS PLAN ARE
TO BE APPROVED BY OWNER'S REPRESENTATIVE OR LANDSCAPE
ARCHITECT. ANY CHANGES FROM THE APPROVED PLANS MAY REQUIRE
APPROVAL FROM THE CITY OR COUNTY PLANNING DEPARTMENTS.
LANDSCAPE CONTRACTOR TO PROVIDE ALL LABOR AND MATERIALS
NECESSARY TO FURNISH SCOPE OF WORK AS SHOWN PER PLAN.

EXISTING TOPSOIL IS TO BE STOCKPILED AND USED TO ESTABLISH FINAL
GRADES WITHIN LANDSCAPE AREAS. ALL STOCKPILED SOIL MUST BE
CLEAR OF WEEDS, ROCKS AND DEBRIS BEFORE REUSE. ALL BERMED
PLANTING BEDS TO BE CREATED WITH IMPORTED TOPSOIL.

4. GENERAL CONTRACTOR TO RE-SPREAD STOCKPILED SOIL AND ESTABLISH

ROUGH GRADE CONDITIONS TO THE FOLLOWING SPECIFICATIONS:

A. 1" BELOW CURB FOR ALL SEEDED AREAS.

B. 2.5" BELOW CURB FOR ALL SODDED AREA!

C. 4" BELOW CURB FOR ALL PLANTING, ROCK AND MULCH BEDS.
CONTRACTOR TO TILL PARKING LOT ISLANDS TO A DEPTH OF 30",

AMEND ALL PLANTING BEDS WITH CLASS 1 COMPOST. APPLY AT RATE OF 3
CYDS. PER 1000 SQUARE FEET TO ALL PLANTING BEDS AND MANICURED
LAWN AREAS, AND 2 CYDS. PER 1000 SQUARE FEET FOR SEEDED AREAS.
TILL, MIXING THOROUGHLY, INTO THE UPPER 8" OF SOIL.

7. FINE GRADE TO BE ESTABLISHED BY LANDSCAPE CONTRACTOR. FINE

GRADE SHALL BE FREE OF ROCKS AND DEBRIS. FINE GRADE IN SEED
AREAS SHALL BE FREE FROM ROCKS AND DEBRIS /4" AND GREATER. FINE
GRADE IN SODDED AREAS SHALL BE FREE FROM ROCKS AND DEBRIS
J7AND GREATER. CONTRACTOR TO REPORT ANY POOR DRAINAGE
CONDITIONS PRIOR TO CONSTRUCTION.

8. CONTRACTOR IS TO PROVIDE VERIFICATION THAT ALL SOD AND SEED IS

OF THE SPECIES SHOWN ON THIS PLAN. NO SUBSTITUTIONS WILL BE
ALLOWED. SOD TO BE LAID WITH TIGHT STAGGERED EDGES AND BE
ROLLED AFTER INSTALLATION. SEEDED AREAS CANNOT BE SUBSTITUTED
WITH SOD.

MULGHS: ALL PLANTING BEDS THAT CALL FOR WOOD/ORGANIC MULCH TO
RECEIVE 4 ORGANIC SHREDDED BARK MULGH. SHREDDED MULCH IS TO
BE OF FIBROUS MATERIAL, NOT CHIPS OR CHUNKS. NO FABRIC IS TO BE
PLACED UNDER WOOD/ORGANIC MULCH. TREES IN TURF AND NATIVE
GRASS AREAS TO RECEIVE 4' DIAMETER OF WOOD MULCH, 3' DEPTH,
'SHRUBS AND GROUNDCOVERS IN NATIVE GRASS AREAS TO RECEIVE
WOOD MULCH RING MINIMUM 6" LARGER RADIUS THAN ROOT BALL OR
CONTAINER SIZE 3" DEEP. ALL MULCHED BEDS ARE TO BE SPRAYED WITH
WATER AFTER INSTALLATION TO HELP MULCH TO MAT DOWN,

TREES IN COBBLE/ROCK MULCH TO RECEIVE 4' DIAMETER OF WOOD
MULCH, 3" DEEP. SHRUBS AND GROUNDCOVERS IN COBBLE/ROCK MULCH
AREAS TO RECEIVE WOOD MULCH RING MINIMUM 6" LARGER RADIUS
THAN ROOT BALL OR CONTAINER SIZE, 3" DEEP. NO FABRIC
UNDERLAYMENT IN WOOD MULCH AREAS.

USE PERMEABLE FABRIC UNDERLAYMENT FOR ALL COBBLE/AGGREGATE
AREAS WITH SLOPES 3:1 AND LESS. USE QUICK RELEASE ORGANIC
PRE-EMERGENT HERBICIDE FOR ALL MULCHED AND PERENNIALPLANTING
BEDS (AND FOR COBBLE/AGGREGATE AREAS WITH SLOPES EXCEEDING 3:1

NOTES:
MARK THE NORTH SIDE OF TREE IN THE NURSERY, AND ROTATE TREE TO FACE NORTH AT THE SITE

1

2

WHENEVER POSSIBLE.

3

SEED MIX INSTALLATION: CONTRACTOR TO DRILL SEED WITH BRILLION
TYPE APPLICATOR AND APPLY 'SOIL GUARD' BONDED FIBER MATRIX (BFM),
WHERE INDICATED PER PLAN AND SCHEDULES. APPLY SEED IN TWO
DIRECTIONS (PERPENDICULAR OF THE OTHER) ADD SOIL GUARD BFM FOR
DRILL SEEDING WHERE NOTED PER PLAN AND ON ALL SLOPES 5:1 TO 3:1.
FOR AREAS WITH 3:1 SLOPES OR GREATER CONTRACTOR TO USE SOIL
GUARD APPLICATION ONLY (IN LIEU OF HYDROMULGH) CONTRACTOR TO
SPOT SEED NON-GERMINATING AREAS (3) MONTHS AFTER INITIAL SEED
APPLICATION. CONTRACTOR TO RE-SEED ALL BARE AREAS (6°6") AND
GREATER AFTER (6) MONTHS FROM SEED GERMINATION OR AT THE
BEGINNING OF THE FOLLOWING GROWING SEASON. PRIOR TO THE
11-MONTH WARRANTY INSPECTION RE-APPLY SOIL GUARD AND SEED MIX
TO ALL BARE AREAS (6'%6" OR GREATER) AND TO ALL BARE AREAS (4'x4"
OR GREATER) ON ALL SLOPES 3:1 AND GREATER.

REMOVED DEAD TWIGS AND BRANCHES FROM ALL NEW AND EXISTING
PLANT MATERIAL IN A MANNER THAT DOES NOT CHANGE THE NATURAL
HABIT OF THE PLANT MATERIAL. SCARES OF 1" OR MORE SHALL BE
PAINTED WITH ORGANIC TREE PAINT. CENTRAL LEADERS SHALL NOT BE
REMOVED AT ANY TIME. NEWLY PLANTED TREES WITHOUT CENTRAL
LEADERS WILL BE REJECTED.

CCONTRACTOR TO APPLY FERTILIZER IN SPRING & LATE SEPTEMBER.
WATER THOROUGHLY AFTER APPLICATION OF FERTILIZERS.

ALL SEEDED AND SODDED AREAS TO HAVE RECOMMEND FERTILIZER
APPLICATIONS ADDED ONCE IN MID TO LATE JUNE AND ONCE IN LATE
SEPTEMBER. WATER THOROUGHLY AFTER APPLICATION OF FERTILIZERS,

ALL PLANT MATERIALS AND UTILITIES ARE SHOWN AT AN APPROXIMATE
LOCATIONS. THE CONTRACTOR MAY NEED TO ADJUST LOCATIONS OF
PLANT MATERIAL TO ADHERE TO SPECIFIC ON-SITE CONDITIONS AND
CODE REQUIREMENTS. ALL TREES AND SHRUBS TO BE PLACES AT 2'
MINIMUM BACK OF CURB. CONTRACTOR TO CALL FOR UTILITY LOCATES
BEFORE PLANTING (TYP.) 1-800-922-1987, OR CALL 811 BEFORE YOU DIG!

STEEL EDGING TO BE USED TO SEPARATE ALL TURF AND/OR SEEDED
AREAS FROM PLANTING BEDS. USE PERFORATED EDGING SEGMENTS TO
OBTAIN POSITIVE DRAINAGE FOR ALL DRAINAGE SWALES OR AREAS OF
STANDING WATER.

CONTRACTOR TO PROVIDE COBBLE & UNDERLAYMENT FOR BUILDING
DRAINS AND SWALES THROUGH LANDSCAPED AREAS,

ALL REQUIRED LANDSCAPING TO BE INSTALLED PRIOR TO ISSUANCE OF
‘THE CERTIFICATE OF OCCUPANCY.

ALL NURSERY STOCK TO CONFORM TO THE AMERICAN STANDARD FOR
NURSERY STOCK (ANS| 260.1) AND THE COLORADO NURSERY ACT.

CONTRACTOR IS RESPONSIBLE FOR CONTACTING LANDSCAPE ARCHITECT
FOR ALL REQUIRED INSPECTIONS. PROVIDE AT LEAST 48 HOURS NOTICE
TO SCHEDULE AN INSPECTION. REQUIRED INSPECTIONS INCLUDE A
LANDSCAPE LAYOUT AND PLANT MATERIAL VERIFICATION AND PLACEMENT
INSPECTION, IRRIGATION MAIN LINE INSPECTION, LANDSCAPE AND
IRRIGATION PUNCH LIST INSPECTION, AND A LANDSCAPE AND IRRIGATION
FINAL INSPECTION.

CONTRACTOR IS TO PROVIDE A ONE YEAR WARRANTY ON ALL PLANT
MATERIAL, TURF, IRRIGATION COMPONENTS, AND WORKMANSHIP.
REPLACEMENT PLANT MATERIALS SHALL BE OF THE SAME SPECIES AND
SIZE AS THE DECAYED OR DEAD PLANT MATERIAL. WARRANTY IS VOID IF
PLANT MATERIAL ARE UNDER OR OVER-WATERED/FERTILIZED, DAMAGED
BY VANDALISM OR NEGLECTED BY OWNER AFTER FINAL MAINTENANGE
PERIOD AND FINAL ACCEPTANCE IS PROVIDED.

REMOVE ALL TREE STAKING MATERIALS AT END OF WARRANTY, PRIOR TO
FINAL ACCEPTANCE

AT TIME OF PLANTING, DO NOT REMOVE OR CUT LEADER AND PRUNE ONLY DEAD OR BROKEN BRANCHES, CROSS
OVER BRANCHES, AND WEAK OR NARROW CROTCHES, SOME INTERIOR TWIGS AND LATERAL BRANCHES MAY BE

PRUNED HOWEVER, DO NOT REMOVE THE TERMINAL BUDS OF BRANCHES THAT EXTEND TO THE EDGE OF THE

SWVCTURAL PRUNING SHOULD NOT BEGIN UNTIL AFTER ESTABLISHMENT PERIOD, USUALLY TWO GROWING

SEASONS.

KEEP PLANTS MOIST AND SHADED UNTIL PLANTING,

DO NOT FERTILIZE FOR AT LEAST ONE GROWING SEASON.
AMENDED BACKFILL SHALL BE AS STATED ON THIS SHEET.

WRAP TRUNK ON EXPOSED SITES AND SPECIES WITH THIN BARK. USE ELECTRICAL OR DUCT TAPE, NOT TWINE.
COORDINATE WITH CITY FORESTRY FOR CURRENT INSECT AND DISEASE RECOMMENDATIONS PRIOR TO PLANTING.

DEEP WATER ALL PLANTS AT TIME OF PLANTING.

(IFLEARED OUT)

(ORANGE FLUORESCENT FLAGGING ON WIRE FOR
SHEETY.

NOTES:
DO NOT REMOVE OR CUT LEADER.

KEEP PLANTS MOIST AND SHADED UNTIL PLANTING,
AMENDED BACKFILL SHALL BE AS STATED ON THIS SHEET.
6. MARK THE NORTH SIDE OF TREE IN THE NURSERY, AND ROTATE TREE TO FACE NORTH AT THE SITE

WHENEVER POSSIBLE.

CITY FORESTRY

FOR CURRENT INSECT AND DISEASE RECOMMENDATIONS PRIOR TO PLANTING
OVE TWINE FROM BRANCHES ON TREES TED UP 8. ALL TREES TO BE DEEP WATERED AT TIME OF PLANTING.
RPN W LT SRUF R EQUAL

1
2 PRUNE ONLY DEAD OR BROKEN BRANCHES IMMEDIATELY PRIOR TO PLANTING.

3. DO NOT REMOVE ANY DOUBLE LEADER, UNLESS OTHERWISE DIRECTED BY OWNERS REPRESENTATIVE.
4.

5

7. PINE AND SPRUCE TREES TO BE SPRAYED FOR IPS BARK BEETLE PRIOR TO PLANTING. COORDINATE WITH

20. MAINTENANGE: THE OWNER OF THIS PROPERTY AND ANY FUTURE

OWNERS SHALL BE RESPONSIBLE FOR THE PROPER LANDSCAPE AND
IRRIGATION MAINTENANGE OF THIS SITE AND ANY RIGHT OF WAY AREAS
BETWEEN THE CURB AND PROPERTY LINES OF THIS SITE. MAINTENANCE
OF THIS SITE INCLUDES, BUT IS NOT LIMITED TO, IRRIGATION INSPECTIONS
AND ADJUSTMENTS, IRRIGATION SYSTEM SHUT DOWN AND START UP,
IRRIGATION LEAK REPAIR, LANDSCAPE WEEDING, MOWING, SEEDING,
FERTILIZATION, WOOD MULCH AND ROCK COVER REPLACEMENT, PRUNING,
AND PLANT MATERIAL REPLACEMENT (INCLUDING ANNUAL BEDS). ALL
MAINTENANCE SHOULD BE IN ACCORDANCE WITH STANDARDS SPECIFIED
WITHIN THE "ALCC SPECIFICATIONS HANDBOOK" REVISED EDITION- 1996.
OWNER SHOULD CONTACT LANDSCAPE CONTRACTOR OR LANDSCAPE
ARCHITECT REGARDING ANY QUESTIONS RELATING TO THE LANDSCAPE
OR IRRIGATION MAINTENANCE OF THIS SITE.

EXISTING TREES

EXISTING TREES DESIGNATED ON PLANS AS "TO REMAIN', OR MARKED
FOR PROTECTION AND PRESERVATION IN THE FIELD, SHALL NOT BE
REMOVED OR DAMAGED.

NO GRADING TO OCCUR WITHIN THE CRITICAL ROOT ZONE / DRIP LINE OF
EXISTING TREES. ALL GRADING AROUND EXISTING TREES TO REMAIN
SHALL BE APPROVED BY THE LANDSCAPE ARCHITECT.

PRIOR TO CONSTRUCTION, ALL PROTECTED TREES SHALL HAVE ORANGE
PROTECTION BARRIER FENCING ERECTED AT A HEIGHT OF 3' OR
GREATER. FENCING TO BE SUPPORTED BY STURDY STOCK, CAPABLE OF
SUPPORTING FENCING UNTIL ALL CONSTRUCTION OPERATIONS ARE
COMPLETED. PLACE NO CLOSER THAN 6' FROM TRUNK, OR ONE HALF ()
OF THE DRIP LINE, WHICHEVER IS GREATER. WITHIN THE PROTECTED
ZONE THERE SHALL BE NO MOVEMENT OF EQUIPMENT OR STORAGE OF
EQUIPMENT, MATERIALS, WAIST, DEBRIS, OR FILL, UNLESS APPROVED BY
‘THE LANDSCAPE ARCHITECT.

AVOID CUTTING SURFACE ROOTS WHEREVER POSSIBLE. SIDEWALKS AND
PAVING LEVELS SHOULD BE CONTOURED SUFFICIENTLY TO AVOID SUCH
ROOT CUTS FROM EXCAVATION SHOULD BE DONE RAPIDLY. SMOOTHE
FLUSH CUTS SHOULD BE MADE. BACKFILL BEFORE ROOTS HAVE A
CHANCE TO DRY OUT, AND THOROUGHLY WATER THE TREE IMMEDIATELY.

IRRIGATION NOTES
'ALL TURF AREAS TO BE IRRIGATED WITH AN AUTOMATIC POP-UP SPRINKLER
SYSTEM. ALL SHRUBS BEDS TO BE IRRIGATED WITH AUTOMATIC DRIP
IRRIGATION SYSTEM. THE IRRIGATION SYSTEM IS TO BE ADJUSTED TO MEET
THE NEEDS OF INDIVIDUAL PLANT MATERIAL,

IRRIGATION SYSTEM TO BE ADJUSTED AS NEEDED FOR PLANT ESTABLISHMENT
FOR A PERIOD OF AT LEAST ONE (1) YEAR

ADJUSTMENTS TO BE MADE AFTER ESTABLISHMENT BASED ON SPECIFIC PLANT
REQUIREMENTS. SEE SUGGESTED RUN TIMES PROVIDED WITHIN THESE PLANS.

DESIGN OF IRRIGATION SYSTEMS TO MEET OR EXCEED LOCAL REQUIREMENTS
AND INDUSTRY STANDARDS. CONSTRUCTION DOCUMENTS SUITABLE FOR
DEVELOPMENT COORDINATION TO BE PROVIDED.

IRRIGATION SYSTEM TO BE DESIGNED USING APPROPRIATE COMPONENTS FOR
PLANT MATERIAL, AND WILL INCLUDE A SMART ET CONTROLLER AND RAIN

ALL NATIVE SEED AREAS TO BE PERMANENTLY IRRIGATED.

ADDITIONAL IRRIGATION NOTES:

WHERE POSSIBLE, IRRIGATION SYSTEMS SHALL BE INSTALLED IN CONJUNCTION WITH THE
FINISH GRADING OF THE GRASS BUFFER, F IRRIGATION WILL LAG, BUFFER SHALL BE RESTORES
O THE ORIGINAL TION. DISTURBED L

MATERIAL SHALL BE RESTORED, EROSION CONTROL BLANKET AND GEOTEXTILES SHALL BE
REPLACED OR PATCHED, AND FINISH GRADES SHALL MAINTAIN DESIGN SLOPES.

WHERE POSSILE, TH FINISH
(GRADE OF GRASS SWALE. IF IRRIGATION INSTALLATION WILL LAG, SWALE SHALL BE RESTORED
TO ORIGINAL CONDITION FOLLOWING INSTALLATION. DISTURBED MEDIA LAYERS SHALL BE
RESTORED, EROSION CONTROL BLANKETS AND GEOTEXTILES SHALL BE REPLACED OR
PATCHED, BE RESTORED TO THE

BEPLACE THE

ELEVATION OF
THE SWALE.

SITE CATEGORY REQUIREMENTS PER A

RTICLE 8 OF 2011 LDC

TOTAL PROVIDED:
S5

LANDSCAPE AREA CALCULATION PLANT UNIT MODEL TYPE | TOTAL REQUIRED TOTAL PROVIDED
STREET TREES i 7 _TREE PER 50 LINEAR |N/A 35 TREES 52 TREES + 3 CREDITS*
FT. 1734 LINEAR FT. OF
E ARAPAHOE - 534 LF RIGHT OF WAY FRONTAGE 1 8+3 Tree Credits *
EUCLID Dr - 868 LI /80 FT. = 7
PEAKVIEW AVE - 332 LF 7 7
*See tree credit calculations below.
BUFFERYARDS N/A N/A - - -
PARKING LOT LANDSCAPING |3 500+ SF 277 PARKING SPACES N/A 46 TREES 33 TREES + 13 TREE
ISLANDS 7 TREE PER 6 PARKING CREDITS*
SPACES +See wee credit calculations below.
STORMWATER DETENTION  [A,/4 N/A N/A /A /A
FACILITIES | OPEN SPACE
LANDSCAPE SURFACE 15% 196,011~ 2]575(FA/?K/NE) N/A 18,707 SF 47,613 SF
RATIO ,493 SF. X 0.
LANDSCAPE AREA 25,674 SF 0.5 PLANT UNITS FD? STANDARD UNIT 9.5 PLANT UNITS LARGE TREES 13
1000 5.7 LARGE TREES —1 SMALL TREES — 26
SMALL TREES - 2 LARGE TREES 13 EVERGREENS —0
EVERGREENS —0 SMALL TREES — 26 SHRUBS — 169
256874 5.1/1000 s.f. = |SHRUBS - 13 EVERGREENS —0
25.87 SHRUBS — 169
25.87 x 0.5 = 130
(round to nearest five
hundedths)
TOTALS 18707 TOTAL # REQUIRED: 107 |TOTAL # PROVIDED: 107

TREES, 169 SHRUBS TREES, 633 SHRUBS

* ALL PROPOSED PLANTINGS ARE XERIC

EXISTING TREE CREDITS (Article 8, 12-8-204)

TREE SPECIES SIZE (DBH) CREDIT]|

PINE 14" 4

PINE 15" 4

PINE 15" 4

ASH 12" 4

TOTAL 16
SINGLE PLANTINGS

MASSED PLANTINGS

SHREDDED REDWOOD
CEDAR / GORILLA HAIR
MULCH ONLY

CUTOUT IN WEED BARRIER
FABRIC TO BE MIN 6°
RADIUS AND LARGER THAN
ROOTBALL OF PLANTING,
OR GROUP OF PLANTINGS.
NO SLITS OR CROSS CUTS
WILL BE ACCEPTED

SHREDDED REDWOOD /
CEDAR/ GORILLA HAIR
MULCH RING, 3" UNIFORM

WEED FABRIC CUTOUT

'SPECIFIED AGGREGATE
PER LANDSCAPE PLAN
'SCHEDULE, 3" UNIFORM
DEPTH

WEED BARRIER FABRIC

m FABRIC CUTOUT / WOOD MULCH RING DETAIL

/CEDAR) GORILLA
HAR MULCH ONLY.

cuToUT IN WEED.
BARRIER FABRIC TO BE
URGER THA FOOTSAL
OF PLANTING

=l =IE OF PLANTINGS. NO' surs

=T ACCEPTED

m PERENNIAL/GROUNDCOVER PLANTING DETAIL

2.0 / NorToscae

SET SHRUBS VERTICAL SHRUB SPACING AS PER PLANS.
LAYOUT VARIES, FINISHED GRADE OF SHRUB BED TOBE.
2 SELOW ADJACENT FIVSH GRADE AT EDGE 10 HOLD

PLANT TOP OF ROOTBALL AT GRADE.
‘SHREDDED REDWOOD | CEDAR / GORILLA HAIR MULCH ONLY

34" SPECIFIED ORGANIC MULCH. PROVIDE 6° PLANTING RIM

FOR SHRUBS NOT N PLANTING SED. PROVIDE SALUCER O

BOWNILL SO ONSLOPES KO PUANTING AIEOR Syibos
KEEP MULCH AWAY FROM CORTAC

CUTOUT IN WEED BARRIER FABRIC TO BE LARGER THAN
ROOTBALL OF PLANTING, OR GROUP OF PLANTINGS, NO'SLITS
OR CROSS CUTS WILL BE ACCEPTED

‘SCARIFY SIDES OF PLANTING PIT. BACKFILL WITH AMENDED
SOIL MiX. ROOTBALL SHALL REST ON FIRW, UNDISTURBED SOLL.

REMOVE ALL PACKAGING MATERIAL FOR POT BOUND PLANTS
ONY MAKE 4 SVERTICAL CUTS I\ ROOTEALL 1 DEEP. PLANT
WWiEDI

FORROOT BIND AT BOTTON OF BALL: SPLIT ROOTBALL
VERTICALY FROM SOTIORALFAY 10 T0P, SPREAD e
LVES OVER AMOUND OF SOIL I\ THE PLANTING HOLE

m SHRUB PLANTING DETAIL

@ NOTT0 SCALE

SEcTion

SET TREE VERTICAL STAKE UP TO 3 CALIPER TREES.
Wi 0K TH1E LEEWARD AND WINDWARD
SIS STAKE ReES oy T CALeR T

EVENL Y SPACED

GROMMETS SELOW MIDPONT OF TAES. TIGHTEN 210
GOVWIRE By WISTING, PROTECT BRANCHES EROM
TOUCHIG WIRE. ALLOW A SLIGHT SAG FOR SWIAY.
PROVIDE FLAGGING TAPE WHTH MINMUM & DANGLING,
SEPSTAGES N MINMUM 18 HIRM SOIL. REMOVE STAKES
VAT 12.18 MONTHS OF PLANTING.

TRUNK FLARE MUST BE VISIBLE AT TOP OF ROOTBALL.
POSITION ROOT FLARE. AT GRADE

SHREDDED REDWOOD / CEDAR ! GORILLA HAIR MULGH ONLY

34 DEPTH OF SPECIFIED WOOD MULCH. PROVIDE A5 DIAVETER
1000 WULCH NG 41D o' HANTING e EOR TREES

DRYLAND PLA} D N IRRIGATED NATIVE SEED

RREA\MIERE FGATION SOUES ARE TOBE SHUTDONN

AFTERESTASUISHMENT. PHOVIE SaUCeR OV DO

SIDE ON 3{OPES, KEED MULCH AWAY FROM CONTACT WiTH

TIBOSN TRONK. DONGT PLACE FABRIC UNDER MOLEH. WO

RI FOR TREES LOCATED I TURF AREAS.

CUTOUT IN WEED BARRIER FABRIC TO BE LARGER THAN
ROOTBALL OF PLANTING, OR GROUP OF PLANTINGS. NO'SLITS
‘OR CROSS CUTS WILL BE ACCEPTED

‘SCARIFY SIDES OF PLANTING PIT BACKFILL WITH AMENDED.
SOILWIK " ROOTEALL SHALL REST ON HIRM, UNDISTURBED SOIL
AFTER TREE IS POSITIONED RENOVE ALL TWINE, ROPE,
PLASTIC! WIRE, BURLAP, AND RUBBER

MIN. 2X ROOTBALL

m DECIDUOUS TREE PLANTING DETAIL

TRUNK FLARE MUST BE 11
POSTTION ROOT FLARE A

34" DEPTH OF SPECIFIED NULCH. KEEP MULGH AWAY

FROM CONTACT W WOODY TRUNK. DO NOT PLACE
LANDSCAPE FABRIC UNDER MUL

£ ATTOP OF ROOTBALL
o

PROVIDE 6 DIAETER WOOD MULCH RING WITH A 6 PLANTING.
EMFOR TheES W oRYLAND PLANTING BED NG
RRGATED NATIE

2 Y BN A TER ES T
O\ DOMHILL S0 ON SLOFES. NO AN FOR TRERS
N IRRIGATED TURF AREAS.

(ORANGE FLUORESCENT FLAGGING ON WIRE FOR
SHFETY
ET TREE VERTICAL STAKE TREES SWALLER T

T D POSTS O Tt CEEWARD AKD WAIDUARD
SDES, STAKE TREED S HEICHT AND CREATER WITH S METAL

FINMOM 18 E1 SO REMOVE STAKES VTR 1215
HONTHS OF PLANTING.

‘SHREDDED REDWOOD | CEDAR / GORILLA HAIR MULCH ONLY

SCARIEY SIDES OF PLANTING PIT. BACKEILL WITH AMENDED
SOLHIX. ROOTBALL SHALL REST ON FIRM, UNDISTURBED SOIL

(CUTOUT IN WEED BARRIER FABRIC TO BE LARGER THAN
ROOTBALL OF PLANTING, OR GROUP OF PLANTINGS. NO SLITS

AFTER TREE S POSITIONED, REWOVE ALL TWIE,ROPE,
PLASTIC, WIRE, BURLAP, AN RUBBER.

MIN. 2X ROOTBALL-

m EVERGREEN TREE PLANTING DETAIL

L2.0

SECTION

CASE NUMBER: LU-16-00168

SECTION

\tzo/ noTTOscALE

EXISTING TREE PROTECTION DIRECTIONS:

@ NOT T0 SCALE

PROTECTIVE FENCING:

FOUR FEET HEIGHT PROTECTIVE FENCING IS TO BE INSTALLED AROUND THE EXISTING TREES TO REMAIN PRIOR
TO CONSTRUCTION ON THIS SITE. CONTRAGTOR IS TO TAKE PRECAUTIONS TO ENSURE THAT EXISTING ROOTS
AND LIMBS ARE NOT DAMAGED DURING EXCAVATION ADJACENT TO TREES. FENCING IS TO BE INSTALLED BELOW
THE EDGE OF THE CANOPY OF THE EXISTING TREES TO REMAIN. FENCING IS TO REMAIN IN PLACE FOR THE

DURATION OF CONSTRUCTION.

IF ROOT PRUNING IS NECESSARY FOR GRADING, EXCAVATING, OR INSTALLATION OF IRRIGATION SYSTEM, ALL
ROOT PRUNING IS TO TAKE PLACE OUTSIDE OF THE PROTECTIVE FENCING AROUND EACH TREE. CONTRACTOR
1S TO TRENCH 12" AWAY FROM PROTECTIVE FENCING. ANY ROOTS LARGER THAN 2" ARE TO BE SAW CUT.

CONTRAGTOR IS TO HAND DIG ANY TRENCHES AND SAW CUT ANY INTERFERING ROOTS INSIDE THE
PROTECTIVE FENCE AREAS.

WATERING, MULCHING, AND FERTILIZATION:

PRIOR TO CONSTRUCTION CONTRACTOR IS TO PLACE A 4" DEPTH OF WOOD CHIPS OR MULCH INSIDE THE

PROTECTIVE FENCING OF EXISTING TREES TO REMAIN. CONTRACTOR IS TO PROVIDE REGULAR DEEP

WATERING TO ALL EXISTING TREES TO REMAIN THROUGHOUT CONSTRUCTION. DURING CONSTRUCTION A
SLOW-RELEASE NITROGREN FERTILIZER IS TO BE APPLIED AROUND THE BASE OF EACH TREE AT A RATE OF 2

LBS. PER 1000 S.F. (USE DRIP LINE OF TREE TO CALCULATE SQUARE FOOTAGE).

m TREE PROTECTION DETAIL

DRIP LINE

i S
i e
mu‘mmuumv

EXISTING VEGETATION
(all ex. vegetation to remain
unless noted 0 be removed)

DRIP LINE

Rz
CLEAR OF DEBRIS AND
AND FILL

CONSTRUCTION FENCING
WOOD LATH

AL PRUNING ANDIOR ROOT

z
@

T R PSR FORESR
i
S

N

- CRZ - CRITICAL ROOT ZONE

NO DISTURBANCE IN CRZ

and existing 1

Deep water for three months, provide dr rigation thereatte.

@ 0T 10 SCALE

COLORADO AUTO FINDERS
LANDSCAPE PLAN NOTES & DETAILS
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COLORADO AUTOFINDERS

PART OF THE SW 1/4 OF SECTION _OF SECTION 24, TOWNSHIP 5
SOUTH, RANGE 67 WEST OF THE SIXTH PRINCIPAL MERIDIAN,CITY OF
CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

REFERENCE NOTES SCHEDULE

IRRIGATION SCHEDULE

o aLarys

n

Ao

SYMBOL DESCRIPTION

DIAGRAMMATIC DRIPLINE. ROUTE AS NECESSARY IN FIELD.
LOT 3, BLOCK 2 QUANTITIES WILL VARY FROM THOSE SHOWN ON PLAN.
SOUTHFIELD PARK
AMENDMENT NO. 2 PROVIDE TWO (2) SLEEVES AT ALL MAINLINE CROSSINGS--ONE

FOR PIPE AND ONE FOR WIRING

ALL LOCATIONS DIAGRAMMATIC FOR CLARITY. LOCATE IN
LANDSCAPE BEDS. FIELD ADJUST AS NECESSARY AND PROVIDE
RECORD VIA AS-BUILTS. SEE NOTES.

ALL DRIP SUPPLY TUBING TO BE 3/4". ALL MICRO TUBING TO BE
/4" AND STAKED AT EDGE OF ROOTBALL. PROVIDE EMITTERS
PER SCHEDULE. PROVIDE BUG CAP AT TERMINUS OF ALL MICRO
TUBING RUNS, ALL DRIP LINE TO BE PLACED OVER WEED
BARRIER FABRIC (WHERE APPLICABLE).

ADJUST HEADS AS NECESSARY TO AVOID OVERSPRAY WHILE
MAINTAINING PROPER COVERAGE. RADII MUST BE ADJUSTED
PRIOR TO INSPECTION. RADII MAY BE ADJUSTED UP TO 25%.
PROVIDE ADDITIONAL HEADS IF REQUIRED. ADJUST LOCATIONS.
TO AVOID TREE CONFLICTS, ETC.

TREE RING EMITTER. RE: DETAILS SHEET IR2.0.
EXTEND TWO SPARE CONTROL WIRES WITH COMMON FROM

CONTROLLER TO GENERAL LOCATION SHOWN. PLACE IN QUICK
COUPLING VALVE BOX WITH QC VALVE FOR FUTURE EXPANSION,

s
2
/1

RN

TT I TT I TTII™

SEE SHEET IR1.0
— o —
SEE SHEET IR1.1

%

IRRIGATION PLAN

SCALE: 1"=30"

IRRIGATION NOTES

Note: QUANTITIES ARE LISTED FOR REFERENCE ONLY. CONTRACTOR TO USE GRAPHIC QUANTITIES TO DETERMINE TOTAL EQUIPMENT TYPES AND QUANTITIES, (SEE PLAN GRAPHIC AND EQUIPMENT SCHEDULE). PROVIDE ADDITIONAL IRRIGATION LABOR & COMPONENTS TO PROVIDE HEAD TO HEAD COVERAGE IN THE FIELD FOR
ALL SODDED IRRIGATION ZONES AND (90%) OF HEAD TO HEAD COVERAGE FOR SEEDED TURFGRASS AND DRIP TO ALL PLANTINGS.

THE IRRIGATION SYSTEM P.0.C. TO BE LOCATED IN THE LANDSCAPE OFF OF THE EXISTING NON-POTABLE WATER SUPPLY OR IN SEPARATE METER PIT AS SHOWN PER PLAN. CONNECT TO L5 POINT OF CONNECTION (WWATTS 223-HP PRV VALVE for Meter Pits Only) AND MININMUM STATIC WATER PRESSURE OF 75 PS|

CONNECTION IS ASSUMED TO PROVIDE MINIMUM 45 GPM. COORDINATE WITH OWNER'S REPRESENTATIVE AND OTHER TRADES TO ESTABLISH WATER CONNECTION AT LOCATION SHOWN AND ALL SLEEVING INSTALLED. NOTIFY DESIGN OF ANY DEVIATIONS IN PRESSURE OR GPM. FAILURE TO NOTIFY LANDSCAPE ARCHITECT

WILL RESULT IN CONTRACTOR ASSUMING LIABILITY FOR ANY UNAUTHORIZED CHANGES MADE.

THE SYSTEM CONTROLLER IS TO BE A INTERIOR WALL MOUNT IN GENERAL LOCATION SHOWN. COORDINATE LOCATION OF CONTROLLER AND WEATHER STATION WITH OWNER. CONNECT CONTROLLER TO POWER SUPPLY (COORDINATE WITH OWNER), ZONE VALVE WIRES, RAIN SENSOR, AND GROUNDING. INSTALL AS PER

MANUFACTURER'S INSTRUCTIONS. PROVIDE LIGHTNING PROTECTION FOR ALL CONTROLLERS (TYPICAL)

COORDINATE ALL UNDERGROUND UTILITY LOCATIONS PRIOR TO ANY DIGGING ON SITE. ALL MATERIALS AND INSTALLATION PRACTICES ARE TO BE IN COMPLIANCE WITH LOCAL CODES.

CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ALL IRRIGATION SLEEVING REQUIRED TO PERFORM WORK AS SHOWN PER PLAN. SLEEVING FOR LATERAL LINES IS TO BE 24" UNDERGROUND. MAINLINE SLEEVING TO BE 36" UNDERGROUND. ALL SLEEVING IS TO EXTEND 18" BEYOND EDGE OF CONCRETE OR ASPHALT.

ENDS OF SLEEVING ARE TO BE SECURELY COVERED AFTER INSTALLATION. SLEEVE LOCATIONS ARE TO BE CLEARLY MARKEDISTAMPED. CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL SLEEVING LOCATIONS PRIOR TO CONSTRUCTION AND INSTALL ANY MISSING SLEEVES, IF NECESSARY.

ALL SPRINKLER HEADS SHALL BE INSTALLED WITH THE TOP OF HEADS FLUSH WITH SURROUNDING FINAL GRADE. CONTRACTOR IS TO ADJUST EACH SPRINKLER HEAD TO PROVIDE OPTIMAL COVERAGE. OVERSPRAY ONTO PAVEMENT OR WALLS IS TO BE MINIMIZED. CONTRACTOR IS TO ADJUST AND SELECT NOZZLES TO

PROVIDE UNIFORM COVERAGE. PROVIDE PRESSURE COMPENSATING NOZZLES OR SCREENS IF UNIFORM PRESSURE CANNOT BE ACHIEVED BY ADJUSTING PRESSURE AT VALVES. CONTRACTOR TO REPAIR AL IRRIGATION EROSION/GULLIES IN SEEDED AREAS FORMED BY SPRAY AND GEAR HEADS FOR THE FIRST 45 DAYS

AFTER FINAL APPROVAL IS PROVIDED BY THE OWNER OR LANDSCAPE ARCHITECT.

6. IRRIGATION PLAN IS DIAGRAMMATIC. ANY COMPONENTS SHOWN ON PLAN OUTSIDE OF LANDSCAPE ARE SHOWN FOR CLARITY ONLY. USE ONLY STANDARD FITTINGS. MAINLINE PIPING DEPTH IS TO BE 24". LATERAL LINE DEPTH IS TO BE 12", POLY DRIP LINE IS TO BE SECURED AT FINAL SOIL GRADE. POLY LINE SHALL BE
COMPLETELY COVERED WITH MULCH WITH NO LINE EXPOSED. GRAPHIC QTY'S. PREVAIL OVER WRITTEN QTY'S. INSTALL MAINLINE AND LATERALS AS CLOSE TO CURBS AND SIDEWALKS AS POSSIBLE TO ALLOW FOR MORE PLANTING ROOM.

7. CONTRACTOR IS TO INSTALL #14 UF IRRIGATION WIRE BETWEEN CONTROLLER AND ELECTRIC VALVES,

8. INSTALL THREE EXTRA WIRES FROM THE CONTROLLER ALONG THE MAINLINE IN EACH DIRECTION FROM THE CONTROLLER FOR TROUBLE SHOOTING AND FUTURE ADDITIONS. ADDITIONAL WIRES TO BE PLACED IN A 6" VALVE BOX FOR EASY FUTURE ACCESS.

9.

1

NOTIFY LANDSCAPE ARCHTIECT OF ANY DISCREPANCIES BETWEEN PLAN DRAWINGS AND CONDITIONS IN THE FIELD PRIOR TO INSTALLATION OF ANY IRRIGATION COMPONENTS.
0. CONTRACTOR TO KEEP POP-UP SPRAY OR GEAR DRIVE HEADS A MIN. OF 5' AWAY FROM THE BUILDING OR AS NOTED BY THE SOILS ENGINEERS REPORT. THE MOST STRINGENT REQUIREMENT SHALL PREVAIL. ENSURE THAT POSITIVE DRAINAGE IS PROVIDED AND THAT NO IRRIGATION COMPONENTS NEGATIVELY IMPACT

HARD SURFACES ANDIOR BUILDING FOUNDATIONS.

1. CONTRACTOR TOPROVIDE A ONE YEAR WARRANTY ON ALL IRRIGATION PARTS AND WORKMANSHP. GONTRAGTOR IS TO PROVIDE AS GULT DRAWINGS TO OWNER ALONG WITH QUICK-COUPLER KEYS WITHIN 30 DAY OF FRAL ACCEPTANCE FROM OWNER OR LANDSCAPE ARCHITECT

12. THE OWNER OF THES PROPERTY AND ANY FUTURE OWNERS SHALL BE RESPONSIELE FOR THE PROPER IRRISATION NAITENANCE OF THI ITE. MANTENANCE OF TS SITE NCLUDES, 8UT S NOT LWITED T0, RRIGATION : RIGATION
REPAIR, IRRIGATION HEAD REPLACEMENT, RAIN SENSOR ADJUSTMENT, LER DRIP IRRIGATIC THAT ALL LANDSCAPE AREAS ARE NOT 'SHOULD BE IN ACCORDANCE WITH STANDARDS SPECIFIED
WITHIN THE "ALCC SPECIFICATIONS HANDBOOK® REVISED EDITION- 1996. OWNER SHOULD CONTACT THE LANDSCAPE MAINTENANCE CONTRACTOR, LANDSCAPE CONSTRUCTION CONTRACTOR, OR LANDSCAPE ARCHITECT REGARDNG MY QUESTIONS RELATING TO THE LANDSCAPE OR IRRIGATION MAINTENANCE OF THIS SITE.

13, SHOULD LOCAL UTILITIES, WATER OR SPECIAL DISTRICTS DESIGNATE SPECIFIC WATER CONTROLS, IRRIGATION SCHEDULES SHALL BE ADJUSTED PURSUANT TO JURISDICTION REQUIREMENTS.

14. ADJUST IRRIGATION ZONE RUN TIMES WITH SEASONAL CONDITIONS. REDUCE RUN TIMES ACCORDING TO SEASONAL ADJUSTMENT SCHEDULE AND BASED ON SMART CONTROLLER ADJUSTMENTS (EXCEPT FOR NEW INSTALLATIONS DURING THE FIRST GROWING SEASON).

15, PROVIDE ORIP RRIGATION TO ALL EXISTING TREES AND SHRUES MPAGTED BY CONSTRUCTION. PROVIDE ONSHALF THE AUOUNT OF EUITTER DEVICES THAT ARE DESIGNATED FOR NEW PLANT MATERIAL

16. DRIP ZONES REQUIRE PRESSURE REGULATORS AND FILTERS WITH A MIN. 150 MESH SCREEN OR APPROVED EQUAL

17. PRESSURE COMPENSATING EMITTER OR APPROVED EQUAL MAY BE USED WITH MICRO-TUBING AND INSECT CAPS o DRECTWATER TO AREAS TAT REQUIRE SPOT IRRIGATION,

18. LINE FLUSHING VALVES ARE TO BE LOCATED AT THE END OF EACH DRIP ZONE. INSTALL IN A 6" VALVE BOX W FILTER FABRIC & 4" OF CLEAN GRAVE BELOW EACH VALVE.

19. USE MICRO-SPRAY EMISSION DEVICES OR DRIPLINE FOR IRRIGATION OF ALL ANNUAL, AND GROUND COVER BEDS. LOCATED ON FLEXIBLE RISERSISTAKES. ADJUST SPRAY OUTPUT FOR PLANT COMMUNITY WATER INTAKE REQUIREMENTS,
NEW SOD WATER REQUIREMENTS: 1* OF WATERIDAY FOR 7 DAYS. TOTAL AMOUNT SPLIT UP OVER & TO 5 WATERING PERIODS. DURING WARMER PERIODS APPLY 1.25-150'/DAY. AFTER WEEK 2 APPLY 1/4" TO 1/2' PER DAY FOR 9 DAYS, SPLIT UP OVER1T03

WATER U4'/DAY EVERY OTHER DAY FOR 7 DAYS. AFTER TURF ESTABLISHMENT TIME REFER TO SCHEDULE AND LOCAL RESTRICTIONS FOR RUN TIMES.

21 MOVE SPRINKLER HEADS OR TREE LOCATIONS IF SPRAY OR GEAR DRIVE HEADS ARE IN CONFLICT WITH ONE ANOTHER (L., within 5 of sprinker head)

22 US HARCO SCH 40 RATED FITTINGS FOR ALL SYSTEMS. USE EPOXY DUCTILE IRON FITTINGS AND ADJUSTABLE PIPE CLAMPS FOR SYSTEMS USING OVER 80 PSI AT POINT.

DOWN AND START UP, IRRIGATION LEAK

IFWATERING LLow

CASE NUMBER: LU-16-00168
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MANUFACTURERIMODEL/DESCRIPTION ory

HUNTER MP1000 PROS-06-CV 5
TURF ROTATOR, 6" (15.24 CM) POP-UP WITH CHECK

VALVE, PRESSURE REGULATED TO 40 PSI (2.76 BAR). MP
ROTATOR NOZZLE ON PRS40 BODY. M=MAROON ADJ

ARC 90 T0 210, LELIGHT BLUE 210 TO 270 ARC, O=OLIVE

360 ARC.

HUNTER MP2000 PROS.06.CV 9%
TURF ROTATOR, 6" (15.24 CM) POP-UP WITH FACTORY.
INSTALLED CHECK VALVE, PRESSURE REGULATED TO 40

PSI (2.76 BAR), MP ROTATOR NOZZLE ON PRS40 BODY.

ACK ADJ ARC 90-210, G=GREEN ADJ ARC 210-270,

ED 360 ARC.

HUNTER MP3000 PROS-06-CV s7
TURF ROTATOR, 6" (15.24 CM) POP-UP WITH FACTORY
INSTALLED CHECK VALVE, PRESSURE REGULATED TO 40

PSI (2.76 BAR), MP ROTATOR NOZZLE ON PRS40 BODY.

LUE ADJ ARC 80-210, Y=YELLOW ADJ ARC 210-270,

A-GRAY 360 ARC.

MANUFACTURERIMODELIDESCRIPTION ory

RAIN BIRD XCZ-100-PRF 5
MEDIUM FLOW DRIP CONTROL KIT, 1" DV VALVE, 1
PRESSURE REGULATING FILTER, 40PS| PRESSURE
REGULATOR. 3GPM - 15GPH. USE LOW FLOW MODEL

FOR FLOWS UNDER 3 GPM

FLUSH VALVE 15
34" PVC BALL VALVE IN 10" VALVE BOX

TREE RING EMITTERS
PROVIDE DRIP TREE RING EMITTER PER DETAILS SHEET
IR20,

AREA TO RECEIVE DRIP EMITTERS
RAIN BIRD XB-PC

SINGLE OUTLET, PRESSURE COMPERSATING ORP
EMITTERS, FLOW RATES OF 0.5GPH-

LOGPH=BLACK, AND 2.0GPH=RED. COMESWITH A
‘SELF-PIERCING BARB INLET X BARB OUTLET.

Emiter Notes:

Perennials to receive one of 0.5 GPH emitters

Grasses to receive one of 1.0 GPH emitters

Shrubs 10 receive two of 1.0 GPH emitters

Trees 1o receive to receive tree dip ring emiter per defails sheet

MANUFACTURERMODELIDESCRIPTION ory

RAIN BIRD PEB-PRS-D.
1°,1-1/2", 2" PLASTIC INDUSTRIAL VALVES. LOW FLOW
OPERATING CAPABILITY, GLOBE CONFIGURATION. WITH
PRESSURE REGULATOR MODULE.

RAIN BIRD 5-LRC 9
1" BRASS QUICK-COUPLING VALVE, WITH
CORROSION-RESISTANT STAINLESS STEEL SPRING,

LOCKING THERMOPLASTIC RUBBER COVER, AND 1-PIECE

NIBCO T-113K
CLASS 125 BRONZE GATE SHUT OFF VALVE WITH CROSS
HANDLE, SAME SIZE AS MAINLINE PIPE DIAMETER AT
VALVE LOCATION. SIZE RANGE - 114"~ 3°

RAIN BIRD PEB-PRS-D 1-1/2" 1
1°,1112", 2" PLASTIC INDUSTRIAL VALVES. LOW FLOW
OPERATING CAPABILITY, GLOBE CONFIGURATION. WITH
PRESSURE REGULATOR MODULE.

MANUAL DRAIN VALVE 1
PROVIDE 10" ROUND BOX WITH 2' VALVE MARKER, PVC
ACCESS SLEEVE, AND MINIMUM 6° DEPTH 3/4" WASHED
RIVER ROCK SUMP FOR DRAINAGE. PROVIDE 3/4° MXF

'SCH 40 PVC 90 ELL AND 3/4" X 4" SCH 80 PVC NIPPLE TO
SUMP FOR DRAINAGE. USE TEFLON TAPE ON ALL MALE
THREADED PVC AND AND ALL NIPPLES

FEBCO 825YA 1-1/2 1
REDUCED PRESSURE BACKFLOW PREVENTER

RAIN BIRD ESPBLXMEF WITH (02) ESPLXMSMA
16 STATION COMMERCIAL CONTROLLER. MOUNTED ON A
PLASTIC WALL MOUNT. FLOW SENSING AND WATER
MANAGEMENT CAPABILITIES.

RAIN BIRD WR2-RC
WIRELESS RAIN SENSOR COMBO, INCLUDES 1 RECEIVER
AND 1 RAIN SENSOR TRANSMITTER.

RAIN BIRD FS-150-P
1-1/2" FLOW SENSOR FOR USE WITH RAIN BIRD MAXICOM,
SITECONTROL, AND ESP-LXD CENTRAL CONTROL
SYSTEMS. PLASTIC (PVC) MODEL. SUGGESTED
OPERATING RANGE OF 5.0 GPM TO 100.0 GPM. SENSORS
‘SHOULD BE SIZED FOR FLOW RATHER THAN PIPE SIZE.

GUARDSHACK EC2 1
‘GUARDSHACK ECONOCAGE, WITH EP-1 AND FG-1.

INSTALL PER MANUFACTURER REQUIREMENTS AND

VERIFY LOCKING HARDWARE PRIOR TO TURNOVER,

POINT OF CONNECTION 1-1/2
CONNECT TO POTABLE DOMESTIC LINE. COORDINATE
WITH CIVILIMECHANICAL

IRRIGATION LATERAL LINE: PVC CLASS 160 SDR 26
PVC CLASS 315 FOR 12" PIPE, PVC CLASS 200 FOR 3/4"
PIPE, PVC CLASS 160 SR 26 FOR 1" AND ABOVE. ONLY
LATERAL TRANSITION PIPE SIZES 1 1/4" AND ABOVE ARE
INDICATED ON THE PLAN, WITH ALL OTHERS BEING 1*IN
SIZE

IRRIGATION MAINLINE: PVC CLASS 200 SDR 21
PVC CLASS 200 IRRIGATION PIPE.

27307SF

344TLF.

1378LF.

PIPE SLEEVE: PVC SCHEDULE 40 T53TLF.

SEE NOTES AND SPECIFICATIONS FOR DEPTHS. EXTEND
MIN 18" BEYOND EDGE OF PAVEMENT AND MARK IN

Provide seperate 1" ire sleeve along all

Vabe Calout VAN SLEEVE SIZE
Voo Nurber % SLEEVE DEPTH
VATV

Yave St all mainline crossings, of equal length
o pipe sleeve

fo7v7779]
Jo/22/16]

==
=

COLORADO AUTO FINDERS
SCHEMATIC IRRIGATION PLAN

‘e

NATURAL DESIGN SOLUTIONS
5539 Col Drive, Longmont, CO 80503
(303) 4430388 - neil@ndscolorado.com
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SEE SHEET
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NEW WALLMOUNT CONTROLLER. MOUNT
RAIN SENSOR PER MANUFACTURER'S

SPECIFICATIONS AND VERIFY POWER (120 |
VAC) PRIOR TO INSTALL. VERIFY FINAL |
LOCATION WITH OWNER
PRIOR TO INSTALLATION. MASTER VALVE
AND FLOW SENSOR TO BE PROPERLY

CONNECTED AND FUNCTIONING PRIOR TO .
SYSTEM INSPECTION.

COLORADO AUTOFINDERS

PART OF THE SW 1/4 OF SECTION _OF SECTION 24, TOWNSHIP 5
SOUTH, RANGE 67 WEST OF THE SIXTH PRINCIPAL MERIDIAN,CITY OF
CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

\ ey s

SEE SHEET IR1.0
— —

SEE SHEET IR1.1

—]

bl

FF 5698.85

(FEBCO 825 YA, USC APPROVED), MANUAL
DRAIN VALVE, MASTER VALVE, FLOW
SENSOR, AND QC VALVE AS SHOWN. VERIFY

INAL LOCATION WITH OWNER'S

REPRESENTATIVE PRIOR TO INSTALLATION.
ENSURE WIRING RUN FROM FLOW SENSOR _

W [ ¥——*%"\\D MASTER VALVE TO CONTROLLER.

~EAST ARAPAHOE ROAD

< i
R (140" R.OW)
SCALE: 1"=30" o E) ) »
Brand all appropriate box s with 1* minimum leters vith the following
CRITICAL ANALYSIS abbreviatons:
QC Quick Coupler
GV Gate Valve
Generated: 2016-09-22 08:04 SV# Section Valve & Corresponding Controller Station #
P.0.C. NUMBER: 01 MCV Master Control Valve
Water Source Information: CONNECT TO POTABLE DOMESTIC LINE. FS  Flow Sensor
COORDINATE WITH CIVILIMECHANICAL PP Dip Flush Point
FLOW AVAILABLE gé;\éEDULE
Point of Connection Size: 12
Flow Available: 4766 gpm A SEASONAL MAINTENANCE SCHEDULE SHALL BE
PERFORMED ON THE IRRIGATION SYSTEMS AND NUMBER | MODEL SIZE | TYPE PSI |PSI@POC [GPM |PRECIP
PRESSURE AVAILABLE SHALL CONSIST OF THE FOLLOWING ITEWS,
Static Pressure at POC: 75.00psi K HEADS FOR COVERACE XD LEAKHGE 1 RAINBIRDPEBPRS-D |2° | TURFROTARY 4624 (6484 3959 [0.36inh
Pressure Available: 75.00 psi N
P 1 REPLACEALLBROKENHEADS  ivon 2 RAINBIRD PEB-PRS-D | 1-1/2" | TURF ROTARY 4626 [6359 36.98 |0.42inh
. NTROLL L
DESIGN ANALYSIS
Maximum Station Flow: 3059 gom O r AL NECSSSARY ACCORDING TO 3 RAIN BIRD PEB-PRS.D _|1-1/2" | TURF ROTARY. 4455 |6019 1872 |036inh
Flow Avalable at POC: 4766 gom + VERIFY THAT THE WATER SUPPLY AND ~
Residual Flow Available 8.07 gpm PRESSURE ARE AS STATED IN THE DESIGN 4 RAINBIRD PEBPRS-D | L-1/2" | TURF ROTARY 4458 (6056 1921 |037inh
« INSPECT THE BACKFLOW PREVENTION DEVICE
Pressure Req. at Critcal Station: 4617 psi O DETERMINE IF IT IS WORKING CORRECTLY 5 RAINBIRD PEBPRSD | L-1/2" | TURF ROTARY 4494|6187 2040 034 inh
Loss for Fittings: 075psi « PERIODICALLY VERIFY THAT SENSORS IN THE
Loss for Main Line: 753psi IRRIGATION SYSTEM ARE WORKING PROPERLY 6 RANBIRDPEBPRSD |2° | TURF ROTARY 4617 [69.74 3920 035 inh
Loss for POC to Valve Elevation: 2,60 psi ¢ CHECK VALVES TO MAKE SURE THEY ARE
FUNCTIONING PROPERLY 1001
tﬁii :g; ;Z;g%a‘ve ;1571392‘9 Y S FOR DEBRIS 7 RAIN BIRD XCZ-100-PRF AREA FOR DRIP EMITTERS [27.49 [43.98 850 [0.20inh
. « ENSURE DRIP EMITTERS ARE NOT BROKEN OR
Critical Station Pressure at POC:  72.38 psi iy S ARE NOT BROKEN O 8 RAIN BIRD XCZ-100-PRF |1 | AREA FOR DRIP EMITTERS [26.08 |41.04 659 [0.20inh
Pressure Available: 75.00 psi « ADJUST COMPONENTS AS NECESSARY OR AS
Residual Pressure Available:  2.62 psi PLANT GROWTH DICTATES 9 RAIN BIRD XCZ-100-PRF |1 | AREA FOR DRIP EMITTERS [29.54 |44.72 933 [0.14inh
CONFIRM MINIMUM PRESSURE OF 75 10 RAIN BIRD XCZ-100-PRF |1 | AREA FOR DRIP EMITTERS [24.92 (39.98 579 [019inh
PSIPRIOR TO COMMENCING WORK Seasonal
Month "d;‘:c‘::""‘ u RAIN BIRD XCZ-100-PRF [1°  |AREA FOR DRIP EMITTERS [28.48 [45.46 886 [047inh
April 60%
May 5%
June 0%
duly 100%
August 0%
‘September 60%
(October 50%

CASE NUMBER: LU-16-00168

S

REFERENCE NOTES SCHEDULE IRRIGATION SCHEDULE
SYMBOL DESCRIPTION svmBoL MANUFACTURERIMODELIDESCRIPTION
®00 HUNTER MP1000 PROS-06-CV.
DIAGRAMMATIC DRIPLINE. ROUTE AS NECESSARY IN FIELD. TURE ROTATOR, 6 (1524 CM) POP-UP WITH CHECK
QUANTITIES WILL VARY FROM THOSE SHOWN ON PLAN VALVE, PRESSURE REGULATED TO 40 PSI (276 BAR), WP
ROTATOR NOZZLE ON PRSA0 BODY. M=MAROON AD)
PROVIDE TWO (2) SLEEVES AT ALL MAINLINE CROSSINGS-ONE ARC 90 T0 210, L=LIGHT BLUE 210 TO 270 ARC, 0=0LIVE
FOR PIPE AND ONE FOR WIRING. ARC.
ALL LOCATIONS DIAGRAMMATIC FOR CLARITY. LOCATE IN olele) HUNTER MP2000 PROS-06-CY
LANDSCAPE BEDS. FIELD ADJUST AS NECESSARY AND PROVIDE TURF ROTATOR, & (15,24 CM) POPU WITH FACTORY
INSTALLED CHECK VALVE, PRESSURE REGULATED TO 40
RECORD VIA AS-BUILTS. SEE NOTES. PS1 (2.7 BAR), MP ROTATOR NOZZLE ON PRS40 BODY.
K=BLACK ADJ ARC 90-210, G=GREEN ADJ ARC 210-270,
ALL DRIP SUPPLY TUBING TO BE 3/4". ALL MICRO TUBING TO BE R=RED 360 ARC.
1/4" AND STAKED AT EDGE OF ROOTBALL. PROVIDE EMITTERS
PER SCHEDULE. PROVIDE BUG CAP AT TERMINUS OF ALL MICRO 01070 HUNTER MP3000 PROS-06-CV
TUBING RUNS, ALL DRIP LINE TO BE PLACED OVER WEED ki:;f&g‘gi:ci \(IIABL \2/65 Cyﬂl::;‘;\;: ‘;’ég“uiﬁ%g“r‘é ©
BARRIER FABRIC (WHERE APPLICABLE) PS1 (276 BAR), MP ROTATOR NOZZLE ON PRS0 BODY.
B=BLUE ADJ ARC 90.210, Y=YELLOW ADJ ARC 210270,
ADJUST HEADS AS NECESSARY TO AVOID OVERSPRAY WHILE A=GRAY 360 ARC.
MAINTAINING PROPER COVERAGE. RADII MUST BE ADJUSTED
PRIOR TO INSPECTION. RADII MAY BE ADJUSTED UP TO 25%.
PROVIDE ADDITIONAL HEADS IF REQUIRED. ADJUST LOCATIONS svmBoL MANUFACTURERIMODELIDESCRIPTION
TO AVOID TREE CONFLICTS, ETC.
2] RAIN BIRD XCZ-100-PRF
NEDIUM FLOW DRIP CONTROL KIT, 1" DV VALVE, 1"
TREE RING EMITTER. RE: DETAILS SHEET IR20 PRESSURE REGULATING FILTER, 40PS| PRESSURE
REGULATOR. 3GPM - 15GPM, USE LOW FLOW MODEL
EXTEND TWO SPARE CONTROL WIRES WITH COMMON FROM FOR FLOWS UNDER 3 GPM
CONTROLLER TO GENERAL LOCATION SHOWN. PLACE IN QUICK
COUPLING VALVE BOX WITH QC VALVE FOR FUTURE EXPANSION. @ FLUSH VALVE
314" PVC BALL VALVE IN 10" VALVE BOX
@ ‘TREE RING EMITTERS
PROVIDE DRIP TREE RING EMITTER PER DETAILS SHEET
1R20.
rooTen
oD AREA TO RECEIVE DRIP EMITTERS
b+ o+ v ol RAIN BIRD XB-PC
(RIS SINGLE OUTLET, PRESSURE COMPENSATING DRIP
EMITTERS. FLOW RATES OF 0.5GPH=BLUE,
AND 20GPH=RED. COMES WITH A
‘SELF-PIERCING BARB INLET X BARB OUTLET.
Eniter Notes:
Perennals (0 receive one of 0.5 GPH emitters
Grasses 1 receive one of 10 GPH emitiers
Shiubs t receive two of 1.0 GPH eitters
Trees {0 eceive to receve tee drp ing emiter per detals sheet
svmBoL MANUFACTURERIMODELIDESCRIPTION

RAIN BIRD PEB-PRS.D
1, 1-1/2",2' PLASTIC INDUSTRIAL VALVES. LOW FLOW
OPERATING CAPABILITY, GLOBE CONFIGURATION. WITH
PRESSURE REGULATOR MODULE.

RAIN BIRD 5LRC
1" BRASS QUICK-COUPLING VALVE, WITH
CORROSION-RESISTANT STAINLESS STEEL SPRING,
LOCKING THERMOPLASTIC RUBBER COVER, AND 1-PIECE

NIBCO T-113K
(CLASS 125 BRONZE GATE SHUT OFF VALVE WITH CROSS
HANDLE, SAME SIZE AS MAINLINE PIPE DIAMETER AT
VALVE LOCATION. SIZE RANGE - 14" - 3"

RAIN BIRD PEB-PRS-D 1-1/2"
1, 1-1/2", ' PLASTIC INDUSTRIAL VALVES. LOW FLOW
OPERATING CAPABILITY, GLOBE CONFIGURATION. WITH
PRESSURE REGULATOR MODULE.

MANUAL DRAIN VALVE
PROVIDE 10" ROUND BOX WITH 2° VALVE MARKER, PVC
ACCESS SLEEVE, AND MINIMUM 6" DEPTH 3/4" WASHED
RIVER ROCK SUMP FOR DRAINAGE. PROVIDE 3/4° MXF
'SCH 40 PVC 90 ELL AND 3/4" X 4" SCH 80 PVC NIPPLE TO
SUMP FOR DRAINAGE. USE TEFLON TAPE ON ALL MALE.
THREADED PVC AND AND ALL NIPPLES

FEBCO 825VA 1-112
REDUCED PRESSURE BACKFLOW PREVENTER

RAIN BIRD ESPBLXMEF WITH (02) ESPLXMSM4
16 STATION COMMERCIAL CONTROLLER. MOUNTED ON A
PLASTIC WALL MOUNT. FLOW SENSING AND WATER
MANAGEMENT CAPABILITIES,

RAIN BIRD WR2-RC
WIRELESS RAIN SENSOR COMBO, INCLUDES 1 RECEIVER
AND 1 RAIN SENSOR TRANSMITTER.

RAIN BIRD FS-150-P
1-112" FLOW SENSOR FOR USE WITH RAIN BIRD MAXICOM,
'SITECONTROL, AND ESP-LXD CENTRAL CONTROL
SYSTEMS. PLASTIC (PVC) MODEL. SUGGESTED
‘OPERATING RANGE OF 5.0 GPM TO 1000 GPM. SENSORS
'SHOULD BE SIZED FOR FLOW RATHER THAN PIPE SIZE.

GUARDSHACK EC-2
GUARDSHACK ECONOCAGE, WITH EP-1 AND FG-1

INSTALL PER MANUFACTURER REQUIREMENTS AND
VERIFY LOCKING HARDWARE PRIOR TO TURNOVER

POINT OF CONNECTION 1-112
‘CONNECT TO POTABLE DOMESTIC LINE. COORDINATE
WITH CIVILMECHANICAL.

IRRIGATION LATERAL LINE: PVC CLASS 160 SDR 26
PVC CLASS 315 FOR 112" PIPE, PVC CLASS 200 FOR 3/4"
PIPE, PVC CLASS 160 SR 26 FOR 1° AND ABOVE. ONLY
LATERAL TRANSITION PIPE SIZES 1 1/4" AND ABOVE ARE
INDICATED ON THE PLAN, WITH ALL OTHERS BEING 1* IN

IRRIGATION MAINLINE: PVC CLASS 200 SR 21
PVC CLASS 200 IRRIGATION PIPE,

PIPE SLEEVE: PVC SCHEDULE 40
ES

ATV T———

Vobe Galot

SEE NOTE FOR DEPTHS. EXTEND
MIN 18" BEYOND EDGE OF PAVEMENT AND MARK IN
FIELD.

Vabe Number

o Provide seperate 1

10 pipe sleeve

WAL GTYS 5 MOLEWTHACTUAL

o ey
5 W

27,307 SF.

3447LF.

L3TBLF,

TRTLF.

A SLEEVE SIZE
A SLEEVE DEPTH

wire sleeve along all
all mainiine crossings, of equal length

COLORADO AUTO FINDERS
SCHEMATIC IRRIGATION PLAN

2

NATURAL DESIGN SOLUTIONS

Irrigation Design
@ndscolorado.com

Landscape Architecture

Land Planning
5539 Colt Drive, Longmont, CO 80503

(303) 4430388 -
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TURF POP UP HEAD.
1/2" MARLEX STREET ELL
BARE ELL X MPT.

1/2" MARLEX
STREET ELL.

TO CURB Of
WALK.

12" MINIMUM BELOW GRADE

PVC TEE (SXSXT)
OR ELL.

LATERAL LINE.

1/2" POLYETHYLENE FLEXIBLE
TUBING, LENGTH AS REQUIRED.

10" DIAMETER ROUND VALVE
BOX, SEE SPECIFICATIONS.

FINISH GRADE.
1

) —w—

COLORADO AUTOFINDERS

PART OF THE SW 1/4 OF SECTION _OF SECTION 24, TOWNSHIP 5
SOUTH, RANGE 67 WEST OF THE SIXTH PRINCIPAL MERIDIAN,CITY OF
CENTENNIAL, ARAPAHOE COUNTY, STATE OF COLORADO

SET BOX 2" ABOVE GRADE AT SHRUBS.
SET BOX FLUSH TO GRADE AT LAWN.

BELOW GRADE

24"

ISOLATION VALVE AS
SPECIFIED,

BRASS ISOLATION VALVE

10" DIAMETER VALVE BOX.
HEAD BRAND "QVC" ON_LID
WITH 2" HIGH CHARACTERS.

FLUSH IN_LAWN AREAS.
IN SHRUB AREAS.

o

FOUR COMMON
BRICK SUPPORTS.

10" DIA. PVC PIPE
EXTENSION, LENGTH
AS REQUIRED.,

TWO_ STAINLESS
STEEL CLAMPS.

PVC MAIN LINE.
SLIP/THREAD COUPLING. STEEL PIPE

6" SCHEDULE 80 THREADED
NIPPLE.

1/2° X 36" GALV

THREE PVC SCH 80
ELLS.

QUICK COUPLING VALVE AS
SPECIFIED.

GALV. NIPPLE, LENGTH AS REQ.

6" DEEP LAYER OF 3/4”
CRUSHED ROCK.,

3" PVC SCHEDULE 80
NIPPLE.

12° PVC SCHEDULE 80
NIPPLE.

27 MINIMUM, 4" MAXIMUM
BELOW TOP OF BOX.
10X15 RECTANGULAR VALVE BOX,

REMOTE CONTROL VALVE, ONE PER BOX-
PLASTIC 1.D. TAG AT EACH VALVE.

WATER PROOF WIRE CONNECTORS
ON 30" LOOPED WIRES.

2" ABOVE FINISH
GRADE AT SHRUBS.

3/4” ABDVE FINISH
GRADE AT LAWN.

OUTLET PIPE SAME SIZE
AS VALVE, 24" MIN.
TO FIRST FITTING.

45 DOWN AS

12" BELOW GRADE

INCREASE LATERAL
LINE AS PER
IRRIGATION PLAN.
CONCRETE BRICK SUPPORT,
TWO DN EACH SIDE.

SCHEDULE 80 RISER
MAIN LINE.

6" THICK LAYER OF PEA
GRAVEL.

ELECTRIC REMOTE CONTROL VALVE

3=

0

O TURF SPRAY FLEX ASSEMBLY

DIFFUSER BUG CAP.

1/4" TUBING STAKE.
1/4" DISTRIBUTION TUBING.

TOP OF MULCH ELEVATION.

SINGLE-QUTLET EMITTER,

34" POLY DRIP TUBING.

PLACE DRIPLINE OVER

TIEDOWN STAKE FOR
DRIP SUPPLY TUBING

3284031302

®

WEED BARRIER (IF PLACED)

11210

SET CONTROLLER 60" ABOVE
FINISHED GRADE UNLESS
OTHERWISE_NOTED.

112210

QUICK COUPLING VALVE IN BOX
a28406.23.01

20°X14" JUMBO PL
VALVE BOX.

PVC TRUE UNION BA!
VALVE.

CONTROLLER AS SPECIFIED. —=]
SECURELY BOLT CONTROLLER

TO WALL.  INSTALL BACKUP
BATTERIES AS_REQUIRED.
GROUND AS PER MFG.

SHRUBS.

{

SET BOX FLUSH
ATTURF,

2" ABOVE GRADE AT

CONTROLLER WIRE WITH 30 INCH LINEAR
LENGTH OF COIL, WITH PLASTIC LD, TAG AND
WATERPROOF CONNECTORS,

RCV AS SPECIFIED.
FILTER AS SPECIFIED.

PRESSURE REGULATOR AS
SPECIFIED.

PVC UNION W/ SHORT
NIPPLES,

SPECIFICATIONS.

1/2" DIAMETER RIGID
STEEL CONDUIT FOR
110 VAC ELECTRICAL
SOURCE. INSTALL AS
PER LDCAL ELECTRICAL
CODES.

FINISHED_GRADE.

T LoNG SWEEP ELL.

1.1/2" DIAMETER RIGID
STEEL CONDUIT FOR
RCV WIRES.

GRADE.

SXTTEE

USE PVC SCH. 40
BELOW GRADE.

Wiz

PLE AT

MAINLINE,

%' WIRE CLOTH GOPHER
'SCREEN, WRAP UP SIDES.

OUTLET PIPE SAME SIZE A
VALVE, 24" MIN. LENGTH TO
FIRST FITTING.

45 DOWN AS REQ. TO
LATERAL PIPE DEPTH.
TWO 6X2X16 CONCRETE BLOCK CAPS, ONE
ON EACH SIDE OF THE BOX.

328406.43.02 O

112210

328406.13-01

FLUSH VALVE (TYP)

3/4" POLY DRIP TUBING (TYP)
INSERT TEE (TYP)

TREE TRUNK

6-INCH SOIL STAPLE (TYP)

2 GPH SELF PIERCING EMITTERS
(TYP). PLACE 16 GPH PER TREE.
SPACE EVENLY AROUND TREE.
INSERT CROSS (TYP)

DRIP EMITTER DETAIL WALL MOUNT CONTROLLER 1" DRIP VALVE/FILTER/REGULATOR ) TREE RING DRIP DETAIL
=10 3284131303 0 328409.13-01 112" =10" 3284137623 =1 328403
10" DIAMETER VALVE BOX.
COIL 24" TO 30" OF DRIP TUBING IN THE
10X15 RECTANGULAR BOXES WITH & EXTENSIONS AS INDICATGED.
REDUCED PRESSURE BACKFLOW BACKFLOW COVER
DEVICE AS PER PLANS. C A5 PER PLANS.
%' PVC BALL VALVE WITH FINISHED GRADE.
— COPPER NIPPLES SHORTNPPLE I L 1
AND ELL AS REQUIRED. SET VALVE BOX 2" ABOVE 3/4" DRIP TUBING.
FINISHED GRADE OF SHRUB "
- COPPER UNIONS ]
FINISH GRADE 3 AT EAGH SIDE. s
et V' &
S — COPPER RISERS. 2 | MASTER CONTROL ——— [
gz 3| UASTER SonmoL - SCHEDULE 80 NIPPLES, VALVE INLET SIZE.
=[5 66410 WM & FLOW SENSOR AS SPECIFIED.
EAR WATERPROOF WIRE
3|58 2| CONNECTORS, ON WATERPROOF WIRE_CONNECTORS ON
420 (2) 3/8 x 21/2' Forged S| 30" LODPED WIRES. 18" LOOPED WIRES.
— = e Bl 2) s & z
e . 2 < '4 i . washers (Install per =| SCH BO NIPPLES, CABLE TO CONTROLLER SENSOR
- LI ‘ COiL) ;::x’:;::;;’s to | VALVE INLET SIZE. TERMINAL BOARD, AS MFG. RECOMMEND.
{ COVER SIZE +6" -
LENGTH AND WIDTH. f
COMPACTED FILL COPPER ELL AND ‘ m m \ ‘ ‘ ‘ \ FLOW
‘OR UNDISTURBED NIPPLE, TYPICAL.
EARTH PVC COUPLER OR 4" THICK LAYER OF WASHED I > o i il fe— hi]
REDUCER AS REQ., TYP. GRAVEL. THE BOX SHALL REST = T
GPon e RoGK Bcb, BONGT V7 7277 | T T reoucer 45 RequReD—]
EXTEND GRAVEL INTO BOX.
SERVICE AT BQTTOM OF EACH BOX: ?XDELAE\L%LHQE
SIDE. AN UNE, SZE /2" WRE CLOTH GOPHER SCREEN, WRAP FIVE PIPE DIAMETERS TEN PIPE DIAMETERS I
CONCRETE THRUST BLOCKS, 2 PER BLANG. UP”SIDES, OVER 6X2X16 CONC. BLOCK CAPS,
90 LS. OF CONCRETE EACH. g ONE EACH SIDE (TWO PER BOX). ND VALVES, REDUCERS, OR ELBOWS IN THIS AREA.
RP BACKFLOW W/ ENCLOSURE 10 DRIP FLUSH VALVE 1 MASTER VALVE/FLOW SENSOR ASSEMBLY
-0 328400.46.03 112 =100 3264134903 112210 328406.22-10

CASE NUMBER: LU-16-00168

COLORADO AUTO FINDERS

IRRIGATION DETAILS
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NATURAL DESIGN SOLUTIONS
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Sl

718

e T.0. PARAPET STONE VENEER
125-5"

1.0, PARAPET
s

M
121-4" NOTE: building

signage under

separ
permitiapplication

719

e FIRSTFLOOR
10 N L

/3 2 EAST ELEVATION

W 18'= 10"

\RAPET STONE VENEER
12

T.0. PARAPET MTL PANEL
240
T0.CMU —

FIRST FLOOR $

cMu 2,

KEYNOTE LEGEND

CCMU; NOMINAL THICKNESS AS INDICATED
EXTERIOR-THIN SET LIMESTONE VENEER

THIN SET LIMESTONE VENEER HEADER OR SOLDIER
COURSE

STEEL BEAW, RE: STRUCTURAL DRAWINGS

METAL WALL PANEL

SHEET METAL ROOFING STANDING SEAM
PRE-FINISHED ALUMINUM CAP FLASHING

SHEET METAL FASCIA

SECTIONAL OVERHEAD DOOR

ALUMINUM FRAMED STOREFRONT

ALUMINUM FRAME WINDOW

GLAZING

STUCCO SYSTEM, RE: SPECIFICATION

ALUMINUM SUNSCREEN/AWNINGS

PREFABRICATED ROOF TOP SCREENS.

ROOF DRAIN AND OVERFLOW DRAIN, RE; PLUMBING

T B R A A R

cMu 1

cMu2

T oMU 1

/1 z_ NORTH ELEVATION

\\uj 108= 10"

NOTE" buiding signage
under separate
permitiapplication

T.0. PARAPET STONE VENEER
125-5"

note: buiding signage under

separate permit
required

DRAWINGS

GAS METER

LIGHT FIXTURE

ELECTRIC SERVICE/METER
STEEL BOLLARD

718 T.0. PARAPET STONE VENEER
125-5"

550

T.0. PARAPET MTL PANEL $
124-0

— _ To.cMU $
12r-4

[

eFIRSTFLOOE
1000 I L teer |
£

(4 z_SOUTH ELEVATION

18"=10"

b Eniry canopy

213 - L4-0]
—

e FIRST FLOOR
100-0"

CASE NUMBER: /3 z WEST

W 18'= 10"

LU-16-00-168

ERSTELOOR 4y
F 100-0"

T.0. PARAPET STONE VENEER
15°-5

T.0. PARAPET MTLPANEL $
124-0

FIRST FLOOR G
100°-0"

oescriPTion

CENTENNIAL PLAN REVIEW COMMENTS

08124116

DAS

CHECKED

DESIGNED  Designer

FILENAME  EXTERIOR
ELsvaTIoNs

COLORADO AUTOFINDERS
EXTERIOR ELEVATIONS

ATE  ogz0n0is

sweT sueET
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¢ ROOF PLAN
130-0"

T.0. PARAPET STONE VENEER

FRSTFLOOR _
Qe

METAL SALES,

__TLC-1 PANEL, 24

GA, (RIVER TEAL]
CAP FLASHING TO MATCH PANEL

-Metal - Aluminum

(1" PRESENTATION EAST ELEVATION

I

T.0. PARAPET STONE VENEER
1257-5]

RTU MECHANICAL SCREENS
INDUSTRIAL LOUVER PRODUCTS. PRE
WEATHERED GALVALUME FINISH. REFER PREFINISHED

e T.0. PARAPET MTL PANEL
-7

T.0.CMU
r-a

6 FIRSTFLOOR
100'-0°

(2 PRESENTATION NORTH ELEVATION

W 118=10"

THIN SET,
NATURAL STONE
VEl

CHARCOAL

TO\CMU
217

*ALL CHU IS SMOOTH FACE, RUNNING

CMU IVORY, CMU IVORY, PREFINISHED

STEEL PIPE BOLLARDS TO
MATCH MBCI TLC-
PANELRIVER TEAL

BOND, BXEX16 BLOCK WITH MATCHING

THIN SET,
NATURAL STONE
VENEER,
CHARCOAL

FIRSTFLOOR $
[l

T.0. PARAPET STONEVFZ E;
T.0. PARAPET MTL PANEL
12470

CHARCOAL CMU
ACCENT

™ MATCHING SOLDIER COURSE AT
VENEER ACCENT CAPITALS

THIN SET,
NATURAL STONE
VENEER,
CHARCOAL

EAST ELEVATION

MATERIAL CLASS ONE AREA FTA2 PERCENTAGE OF TOTAL
LIMESTONE 0
LIMESTONE 40
LIMESTONE 29
LIME STONE SOLDIER COURSE 5
GLASS 17
‘GLASS @ MAN DOORS 2
GLass 1
GLASS 75
GLASS m
GLASS 293

Class Il materials

MU

™y

Applied STUCCO on metal lath
ARCH. METAL CLADDING
PREFINISHED METAL COPING

TOTALAREA

NORTH ELEVATION

PERCENTA
GEOF
VATERIAL CLASS ONE AREAFTA2 _TOTAL

LIMESTONE 51 161%
LIMESTONE 51 161%
LIMESTONE 51 161%
LIMESTONE 50 158%
LIMESTONE 50 158%
LIMESTONE % 145%
GASS 234 738%

Cass Il materials
MU

[70)
My

Applied STUCCO on metal lath
ARCH. METAL CLADDING @ DOOR
PREFINISHED METAL COPING

TOTALAREA

SOUTH ELEVATION

oescriPTion

CENTENNIAL PLAN REVIEW COMMENTS

08/24/16

DAS

CHECKED

DESIGNED

Designer

FILENAME

coLor
suioInG

PREFINISHED, PARAPET CAP FLASHING.

LIMESTONE VENEER METAL SALES,

TLC-1 PANEL, 24 PERCENTA

CMUIVORY, CEMENTITIOUS STUCCO GA, (RIVER TEAL) o

122 s}}RAFET STONE VENEER SMOOTH FACE

SOLDIER COURSE,
CAPITAL @ VENEER
\CCENT

—]

(3" PRESENTATION SOUTH ELEVATION

W 118" =10 PREFINISHED
GALVALUME CAP,
SLATE GRAY
CMU IVORY,
SMOOTH FACE

INSULATED 1IN

-GLAZING, GRAY

TINT METAL SALES,
TLCA PANEL, 24
GA, (RVERTEAL)

CMU IVORY,
SMOOTH FACE

THIN SET,
NATURAL STONE
VE!

CASE NUMBER: 7", PRESENTATION WEST ELEVATION

LU-16-00-168  \ 2 / &=t

OVERHEAD DOORS: 24 GA.
STEEL FACTORY PRIMED,
FINISHED

THIN SET,
NATURAL STONE
VENEER,
CHARCOAL

THIN SET,
NATURAL STONE
VENEER,
CHARCOAL

INSULATED 1IN
-GLAZING, GRAY
TINT

MATERIAL CLASS ONE AREAFTA2 _TOTAL

LIMESTONE 291
LIMESTONE 388
LIMESTONE 9%
LIME STONE %
GlASS 23
GLASS 1
GlASS 266
GLass 23
GLASS 13
GLASS 20

Class Il materials

MU

ARCH. METAL CLADDING
Applied STUCCO on metal lath
ARCH. METAL CLADDING

TOTAL AREA

WEST ELEVATION

MATERIAL CLASS ONE AREAFT2

LIMESTONE 300
LIVESTONE 294
LIMESTONE )

Guss i
GLASS OV. DOOR 205
GLASS OV. DOOR 1w
TOTAL

Class Il materials
o

Appied STUCCO on metal lath
ARCH. METAL CLADDING
PREFINISHED METAL COPING
Metal at overhead doors
ToTAL

COLORADO AUTOFINDERS

COLOR BUILDING ELEVATIONS

ATE  ogz0n0is

TOTAL AREA

13

sueET

14




iwwo) buiuoz pue Buluue|d

uoiss

abed 910z/zL/0L :

A%

e 7 Q )
: i
Hatiz iz iatiatiztatata g é
7 Patietehetrtaists tehete HEH
o7 AAALINENINEEI Luminaie Locaons 5
f fatsteiatotobabahibebrheba b ha b b o oR) Locaton Am €
5 kst ot A b A s ot H
ottt NGNS o i | [ v 2 [ oo [ | x| v [
R nm'u“ mjivxj{fn < 1| A [549300 |456900 |2500 | 2500 | 000 |00 5
ot borhoto oo o S o s a0 e M N et 11 80D 4 | A |00 [ero200 [5500 | 2500 | asar |00 i
7 o s 2 2\2 Ak 'M;s;LL;g;; ;Lw AN 5 T A Joweoo [0 (500 | 00 | w2 Jowo AR
7 N O e A ) DR I T e B B N
2t N B B BB b bbb B R S BN o B A
bbbt s,m chatetabedatofi by N i et b ) 7 | A [0 [emaoo [500 [ 2500 | w026 [ooo
5 2% Sobe b b o b S I\ s I TN b bbb bbb TR B B be b bR B A N b e B e DG 9 | A |00 [s57000 [5500 | 2500 | 9000|000 s |z
7 T ohahabs ot hatoy GABARRAER SRR RN mnmmm EREPZARP NGHBARENG 10 | A [53800 461200 [2500 | 2500 | aindz |00 e
— Satrhatrtotatotete Lot bt S\ B b b bebs oo ha s b b 6 shabe et b s bR e e e I T
— Tt oot e eSS 5 P05 50k 52 b bbb e e bbb ?&\ RESEERERY SFO HABRER G 1| A SITB00 456600 |2500 | 200 | %000 0% RH
— Totetatia ot bohobe e Seta e MR A A S b e o b e 5N b s ke e o o ba e s e b b e ) 12| A [ss1s00 Jasseo [0 | 500 | a2 [aoo —
= = Trhrholote e et e o bl A e S e e e oS0kt ot st Bt B s RN e B bo NG 13 | A |00 [99200 [%500 | 2500 | 206|000 o
bbb b oo he e sl ittt s A O St 0 [ A Jrzeo0 [smo [0 | o0 | wa  Joo
Teirhototatebebetrbabrtobetatniotet S SIS UhaaaaS CESERED
Lottt b et AR ms,}\'g B ) sls R frts bt IR LA pLem 40500 00| B0 | ST 000
B e 2 s 7 oo QUi BBttt o e e e ,uu,muu»w AR 16 | A [S01700 |492000 |2500 [ 2500 000|000 —
R SRS + NI, ittt g e 1 sSatu oo stz b\ 77| A [505a00 [se2600 [%500 | 2500 | oo |00
SITE PHOTOMETRIC
vt e W e Ao g R N 1 | A [s7200 [se9700 [500 | 2500 | 5726|000
{E{Lf&f 0 0 R e e R R ‘i”é(ia, i“ “léisijifi{‘éséiim B R e O R 2 | Ao o0 500 | s | %% |00
Firti et ot et ,g.mmmm, Sttt § m 8\t e ohat it batebatoba o bt b £k bodobi b ed o bbb bbb m i R\ bt N 2| A |S0S800 |408700 2500 | 2600 | 7474|000
fhobststot rbrtobabibohote et sa, ,s. ws,s“maM hrbade oo ool N et b b AR e e b i R b e N 21 | A [16400 [s01800 [2500 | 2500 | @820 |00
[habs it IR R R AR (h N ) Nt 22 | A_|si000 [se000 [z500 | 2500 | 7ad |oo0
o b s hobba obo e hohebr ot s Loty 4 ,*n okt ,x NN “ms,s,s;su&gsn o408 5o o 5o R e 4o 5SS N e e A Tem s (B0 | 0 | 0w oo
4t St tutata i bebrhe b babotofin k. 'v 'v ' Y ATV R B O R I IR IR TR W BN B R TR WIS A TREN TR VIR 2 S AT TR PR TR R TR IR AN VIR PL TR 57 N2 54 0 s b0, e B bs B s s TN
frstobetiote ietotabobr b ot tolie s,,mx B T o A I R R I O S NN AR R AN RN REEAN Z | D [SEO900 456400 12500 | 2600 | 20657 000 1306792 |i5645E 1000
(o750 8055 e b il 1N oSt 45 gs oiehetrieooiotateta b bt tates «am R I N s mw z e B AR b NG B e et oo Be o oo A 7| B [546300 482500 2500 | 2500 | 22749 000 [5é6211 482418 100 U)
e = ‘s ST N e e hobe b b bbb e be S AR N sttt Aot e 3| C Joei00 [e3400 [1500 | 1500 | 21000 [000 [54088 [er3400 [000
A D A RO AR A i A R ey e Bt e <y A A A g A 4 | c_|s7io0 [e72500 [1500 | 1500 | om0 [000 [sério0 [47z513 [000 D:
Zaana sttt st St oot e Y m sl it R S B R b L 5T ¢ Jowoo [erso0 [500 | 500 | o Jooo sz [ Joo
(o s Sl oba bbb et m,muus gttt s 5k o obotofobebrtaba be o b bs DNEs N Lo b S b1 NG IS e e b e b e Lo s e g e
s AR RIS ot W 0 R S RS B N R N A O O sl e |00 L 100 | 0 000 s TRl 1000 w Z
[l betttatotetata ot todo ol '“ (et BRIl A ) R R R TR AR5 O v R R R R R AR R R D) T | C 5900 471500 1500 | 1900 | 21000 000 53685 1471500 1000
dlle bbb bo et otiolo P T T W IR e SIS A TS }m?s £ NN I st ot R O I~ = 8 | c [s39900 [4ce800 [1500 | 1500 [ 27000 [00o [s39888 468800 [000 D
ot htrtbtods sl bt b iy AR N b i NG Pt g oo A e Nl e s o st a0 05 ot b AN Y 9 | C |me00 [4e6100 [1600 | 1500 | 21000 [000 [sass s [sGe1o0 [000
38atshe SR ERIR TR 0%sh5 % bk hebo b S0y be % %K?v’nh'u'v i ie e tatats 7nh "vo 37 ) LTI I R TA TR T Bahetats \\ ) 10 | C [553300 [4718.00 [1500 | 1500 90.00 0.00 [5533.13 |4718.00 |0.00 2
BROAEEES B E i AT ¢ R R B Y S Sy, SAE A T [ c |ew00 [s70000 [1500 | 1500 | 9000|000 [sesats [#r0000 [0 -
bbbt SRR 5 Bt ok ririou o o S G P s N L U ZAIRY (N + S h 2T Tom00 Tz 500 | 500 | 500 Tooo Tsemss faerzon Tooo — D.
ERSRNaRS adrtedetcfetiohet ot it ot s boha etz ebe Sy oty e b dp s e PN S PR N
Sa%eheta ottt tede ettt ot et St W s e s Lo et Cete e NI et ,mm Hrttatitshatatotiatotnts 0 IR e b ooty 13| C 1300 000 11500 L 1900 | 000 000 BESSIS 1464400 1000 LL
habotihathestt STt e e b b e ks S Ao o e ey R Lt et tatolsto Vo et a0 e st b e D b N B a7 4| c [s600 lezoo0 J1500 [ 1500 | 1s0w [ooo Jssiew Jaszess Jooo
Loetetoh b tetebate Sttt ot b m'“;m.s e trteba b ebr g6 B\ b oo e 15 | C[s%200 [462600 [1500 | 1500 | 18000 |000 [se8200 [26z788 [000 (@)
oo oot daba e bbb o e e Lkt bbb by iy e iy st bbb tbetriri ot botetatate o atistiedr S e bo b e i G b i 16 | C_[s4e00 [2000 [1500 | 1500 | 18000 [000 [séd600 [4Gzase [000 O
e b e e b bl sk et hss TR oot et e ettt Ny o ) [ Jsw000 (o100 [1500 | 1500 | ziom  Jooo [sezess [sernon [ooo —
ot e et el i e B 1 ¢ peow w0 | e | st oo s [ Joo | e
st sttt b0 Ne ok b th s et Yo s it 4otobebatst ns.mm Zhihrtabbehshebaty fotobobobohibi bl BN Botis ot 10 ] C |00 |474200 [2600 | 2500 | 9000|000 [s642.13 474200 000 D
e - 4o o, ot b R
4 ,gf A BoL \ ooty gmzw R g‘iw?q?,?f & l_
ootk 44151 Blotio ot ot b b K b o 0N < | |
i = tz‘:;n:v‘;:vn:v N Aan % Evz‘z‘z‘z {tj A MZ:Z;ZﬁZ 2 A
boPery Sbututuryty 4| B S R e R\ CENTENNIAL ILLUMINANCE AND UNIFORMITY REQUIREMENT: E
| ST 4 oo drbatr st b b b eSS g et g E—
T eSS o e i kit BN bt bedshsbaodobi badeto <o B, ) CLASSIFICATION LZ3 O
ottt irtuta it rietetot 4 R R O 3 TOTAL CONNECTED LOAD: 8203 WATTS. O
Lnn RN oo o SRR K ohbstehebbabeb b b St b bbb S VR SN BB
bbb T mm)aymnmnm 4 Qo ot b oo s oo o o o oo s S N S e e SECTONZET0  nEFoOT < |—
K NrtetobobrSrbeb bbb oo b o b bbb ba e Bk by L i Boba b s be\s
4 ko tetotototibb b b s oo bo s s ek s bbb o e daha e Y )
i BT R R NI TP AAK N 2 AR T BRVEAES D: O
4 B e\ ek :
b te b botatobi oot it b e o bbb bt b bbbttt e Sl bbb s sk bbb oo GWATTS _ g uarrsise O
K ababa b botistiatiatatia oo bohahata ’n’nhh%us L ‘uﬂ fata oot s te Y, 116164 SF (LESS THAN .15 WATTSIS.F. ALLOWED)
4 distatatebitolrinistinbrisbasstebto it e tshs i e e oo D_
E | BT I TR EA PA TR P TR SR TR IR FA Y P 8 w%’v h7%s%s e ol n'uﬂ et 555 Mo bebatotia Ty
L S S fstrhobe e heba o bs et
f) . am“mmmm,smm St Tt o ha s e N b b te T
e EREea R S O
ool | el | mage | oy |cadog umber pesroton e omber | umers | e lvarage | rorpor | RRRRANS, BRRRIR: (1o tlalalali
Rt ERTIRE o5 ¢ 3 WS Statistics
20 |DSXLLED 60C 100040K |DSXLLED WITH (2) 30 LED LIGHT. LED 1 12006 | 09 218 | SOt edgs . ol Silies ot
T4 MVOLT HS [ENGINES, TYPE T4M OPTIC, 4000K, @ feioissa 8282 82 8 b = S ‘“““‘ 0300 Wan e o' Description | Symbol | Avg | Max | Min |MaxMin  |AvgMin
oo HOUSE SoE S bt tototatoth bt e b\
ity e [cdezone 71| [zate Jsare Joak [ o1 772
E A ifotatstrbatatot s oo bha b WA et
bttt PSS N anas CEEEES
i 8 5 35\ UG8\
1 DO R\
ot tstetatatate T N e
7 [oSHIED 506 100040k |pSKL LEDWITH @30 D IGHT ) T mw [ | BTt totota it
Tam MvOLT s ENGINES, TYPE TaM OPTIC, 4000K, @ ohbebatetsiatititit Artrte oot (O R T e e o\
1050mA WITH HOUSE SIDE SHIELD bt betoiatsts b oo oo e i NP e o o i\
El Bt bttt Vit e o N Be b i TN
B 5 ottt sttt kst
i ottt tfftsts “,x N
[57 oot e n shatets ANEEEREAY
rtoh ol eiceirteh b b 5555 EEERE P ATARENEREv AN RREERH ¥
T T T T tebabebtriotrin ettt et}
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CITY OF CENTENNIAL, COLORADO

PLANNING AND ZONING COMMISSION
RESOLUTION 2016-PZ-R-24

A RESOLUTION OF THE CITY OF CENTENNIAL PLANNING AND
ZONING COMMISSION RATIFYING THE COLORADO AUTO FINDERS SITE PLAN
(CASE NUMBER LU-16-00168)

WHEREAS, pursuant to the Home Rule Charter of the City of Centennial (“City”) and
Article 23, Title 31 of the Colorado Revised Statutes, the City has authority to regulate the
development of land, streets and utilities within the City for the purposes of promoting the public
health, safety, convenience, and the general welfare of the community; and

WHEREAS, through the City of Centennial Land Development Code (“LDC”), site plans
are approved by the City Council, the Planning and Zoning Commission or the Director of
Community Development (“Director”); and

WHEREAS, site plans may be approved by the Director if the parcel proposed for
development is more than 500 feet from a residential zoning district boundary within the City of
Centennial and either:

* The parcel proposed for development is less than five acres in area; or

* None of the buildings or structures will be taller than 30 feet in height; or

e They implement an approved Master Development Plan that has not been
converted, sunsetted, or abandoned; and

WHEREAS, Mr. Ali Awada and T-Bone Construction on behalf of Concorde Place
(collectively, “Applicant”) submitted a site plan entitled “COLORADO AUTO FINDERS SITE
PLAN,” Case No. LU-16-00168 (the “Site Plan) to construct a 12,600 square foot auto sales
facility with outdoor display for 210 vehicles on certain property legally described as LOT 2A,
BLOCK 1, SOUTHFIELD PARK FILING NO. 11, COUNTY OF ARAPAHOE, STATE OF
COLORADO (the “Subject Property”); and

WHEREAS, the Subject Property is located north of East Arapahoe Road, west of East
Euclid Drive, and east of South Peoria Street within the Southfield Business Park; and

WHEREAS, the Subject Property is currently zoned General Commercial (CG) under the
LDC; and

WHEREAS, the Subject Property consists of 4.50 acres, more or less; and
WHEREAS, the Site Plan qualifies for administrative approval and was approved by the

Director on or about October 4, 2016 upon finding that the Site Plan met all the technical
requirements and approval standards for a site plan as contained in the LDC; and
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City of Centennial
Planning & Zoning Resolution No. 2016-PZ-R-24
Page 2 of 3

WHEREAS, the approved Site Plan was submitted to the Planning and Zoning
Commission for ratification on its October 12, 2016 consent agenda; and

WHEREAS, the administrative record for this case includes, but is not limited to, the
City of Centennial Land Development Code, City of Centennial Comprehensive Plan, all other
applicable ordinances, resolutions and regulations, the staff report presented to Planning and
Zoning Commission, the application and all other submittals of the Applicant, and the tape
recording and minutes of the Planning and Zoning Commission meeting at which this application
was ratified.

NOW THEREFORE, BE IT RESOLVED BY THE PLANNING AND ZONING
COMMISSION FOR THE CITY OF CENTENNIAL, COLORADO, THAT:

Section 1. The foregoing recitals are incorporated herein as findings of the Planning
and Zoning Commission.

Section 2. The Planning Commission hereby ratifies the Director’s approval of the
Colorado Auto Finders Site Plan, Case No. LU-16-00168.

Section 3. Approval of the Site Plan shall be and is subject to the following
conditions of approval:

a. The Applicant shall resolve and correct any technical issues as directed by
City staff prior to recordation of the Site Plan mylar; and

b. The Applicant shall pay any and all remaining fees and costs incurred by
the City and its consultants in review and processing of the application in
full prior to recordation of the Site Plan mylar.

Section 4. The Community Development Department is authorized to make any
changes to the mylar form of the approved Site Plan as may be needed to conform the Site Plan
to the form and content requirements of the LDC in effect at the time the Site Plan is submitted
for signature(s) and to make such other changes that are expressly authorized or required
pursuant to this Resolution.

Section S. Effective Date. This Resolution shall take effect upon its approval by the
City of Centennial Planning and Zoning Commission.

ADOPTED by a vote of ___ in favor and against this 12" day of October, 2016.

PLANNING AND ZONING
COMMISSION FOR THE CITY OF
CENTENNIAL, COLORADO
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City of Centennial
Planning & Zoning Resolution No. 2016-PZ-R-24

Page 3 of 3

Andrea Suhaka, Chairperson
ATTEST: Approved As To Form:

By:
Secretary For City Attorney’s Office

Planning and Zoning Commission
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@& entennial

PLANNING AND ZONING COMMISSION
REGULAR MEETING
September 28, 2016, 6:00 PM
13133 E. ARAPAHOE ROAD

1. CALL TO ORDER
2. ROLL CALL

Those present were:  Chair Suhaka
Commissioner Bailey
Commissioner Beatty
Commissioner Griffis
Commissioner Hart
Commissioner Urtz (arrived at 6:06 PM)

Those absent were: Commissioner Cohen, excused
Commissioner Sims, excused
Commissioner Sutherland, excused

Also present were: Jill Hassman, Assistant City Attorney
Steven Greer, Director of Community Development
Derek Holcomb, Deputy Director of Community Development
Neil Marciniak, Economic Development Manager
Michael Gradis, Planner I
Alex Grimsman, Planner |
Lisa Gajowski, Recording Secretary

a. Alternate Selection for Voting Purposes

Commissioners Beatty and Griffis were appointed voting members in the absence of Commissioners
Cohen, Sims and Sutherland.

3. CONSENT AGENDA
The Consent Agenda can be adopted by a simple motion. The Consent Agenda will be read aloud prior to
a vote on the motion. Any Consent Agenda item may be removed from the Consent Agenda at the

request of a Planning and Zoning Commissioner for individual consideration.

Commissioner Hart moved to approve the CONSENT AGENDA as presented. Commissioner Bailey
seconded the motion.

With Commissioners Bailey, Beatty, Griffis, Hart and Chair Suhaka voting AYE, and none voting NAY; the
motion was approved by a vote of five (5) AYE and none (0) NAY.
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Minutes — Planning and Zoning Commission
September 28, 2016

Page 2
a. Consideration of Resolutions
b. Consideration of Other Items
c. Approval of Minutes
4. LAND USE APPLICATIONS/PUBLIC HEARINGS
a. Fox Ridge Clubhouse Expansion Site Plan

Alex Grimsman Planner | presented.

Chair Suhaka opened the public hearing.

There being no one present wishing to speak Chair Suhaka closed the public hearing.

Commissioner Hart moved to approve Resolution 2016-PZ-R-23, a Resolution of the City of Centennial
Planning and Zoning Commission approving the Fox Ridge Clubhouse Expansion Site Plan Case LU-16-
00094, based on the finding that the site plan application meets all applicable criteria for approval set
forth in Section 12-14-602(D) of the Land Development Code, as summarized in the staff report and

recommendation dated September 21, 2016. Commissioner Bailey seconded the motion.

With Commissioners Bailey, Beatty, Griffis, Hart and Chair Suhaka voting AYE, and none voting NAY; the
motion was approved by a vote of five (5) AYE and none (0) NAY.

b. Smoky Hill United Methodist Church Rezoning

Jill Hassman, Assistant City Attorney, asked the Commissioners to disclose any ex parte communications
they may have had on this matter.

Commissioner Bailey stated that he has not had any ex parte communications but wanted to disclose
that he is a member of St. Andrew United Methodist Church. Commissioner Bailey further stated that he
is able to make an unbiased decision on this matter.

Chair Suhaka advised the public and Commissioners of the public hearing process.

Michael Gradis, Planner Il presented.

Lee Honnen, representing the Board of Trustees for the Smoky Hill United Methodist Church, presented
on behalf of the Applicant.

Chair Suhaka opened the public hearing.
Dave Lisson, 14063 E Whitaker Dr., Aurora, spoke in support of the proposed rezoning.

Sharon Holland, 24642 E Ontario Dr., Aurora, spoke in support of the proposed rezoning.
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Minutes — Planning and Zoning Commission
September 28, 2016
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Fred Isernhagen, 5347 S Telluride Way, Centennial, spoke in support of the proposed rezoning.

Bob Kerbs, 26734 E Phillips Pl., Aurora, spoke in support of the proposed rezoning.

Wendy Hanson, 4878 S. Espana Ct., Centennial, spoke in support of the proposed rezoning.

David Newsom, 5483 S Dunkirk Way speaking for himself, and on behalf of a non-English speaking
neighbor and representing neighbors backing directly to the church unable to make the meeting, spoke
against the proposed rezoning. Mr. Newsom provided a petition signed by those unable to make the
meeting for the record.

Alice Newsom, 5483 S Dunkirk Way spoke against the proposed rezoning.

Charlotte Faris, 5358 S. Ukraine Way Aurora, spoke in support of the proposed rezoning.

Megan Bilotta, 5453 S. Dunkirk Way Aurora, spoke.

Richard Decker, 22757 Prentice Ave. spoke.

Ryan Heller, 5266 S Hayleyville Way Aurora, Pastor of Edge Church spoke in support of the proposed
rezoning.

Will Childers, 5423 S Dunkirk Way spoke.
Rhonda Reid, 19458 E Crestridge Cir. spoke.

Derek Holcomb, Deputy Director of Community Development responded to questions from public
comment.

Mr. Gradis responded to questions from public comment and the Commission.
Mr. Honnen responded to questions from public comment and the Commission.

The meeting recessed at 7:26 PM to determine whether the Commission needed to go into executive
session. The meeting reconvened at 7:33 PM.

At 7:34 PM Commissioner Suhaka moved that the Commission go into executive session pursuant to
C.R.S. § 24-6-402(4)(b) with the attorney for the Planning and Zoning Commission to seek and receive
legal advice on the legal standards to consider in relation to the proposed rezoning set forth in LU-16-
00171.

With Commissioners Bailey, Beatty, Griffis, Hart, Urtz and Chair Suhaka voting AYE, and none voting NAY;
the motion was approved by a vote of six (6) AYE and none (0) NAY and the meeting recessed while the

Commission was in executive session.

The meeting reconvened at 7:55 PM.
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Minutes — Planning and Zoning Commission
September 28, 2016
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Commissioner Bailey moved that Case Number LU-16-00171, Smoky Hill United Methodist Church
Rezoning Plan, be recommended to City Council for approval based on the Planning and Zoning
Commission’s finding that the proposed rezoning satisfies the approval standards set forth in Section 12-
14-604(E) of the Land Development Code, as summarized in the staff report and recommendation dated
September 21, 2016. Commissioner Hart seconded the motion.

With Commissioners Bailey, Beatty, Griffis, Hart and Chair Suhaka voting AYE, and none voting NAY; the
motion was approved by a vote of six (6) AYE and none (0) NAY.

c. Land Development Code Amendments Related to the Arapahoe Road Corridor
Derek Holcomb, Deputy Director of Community Development presented.
Neil Marciniak, Economic Development Manager presented.
Chair Suhaka opened the public hearing.
John Schwartzenberg, 6434 S Potomac Ct. spoke.
Jill Meekens, 6384 S Abilene spoke.
Rhonda Livingston, 6555 S Jordan Rd., spoke.
There being no one else present wishing to speak Chair Suhaka closed the public hearing.

Mr. Holcomb and Mr. Marciniak responded to questions from public comment and the Commission.

Commissioner Bailey moved to recommend approval to City Council of Ordinance 2016-0O-11, an
ordinance of the City Council of the City of Centennial, Colorado amending Chapter 12 of the Municipal
Code (Land Development Code) related to the Central Arapahoe Road Corridor, as outlined in the staff
report dated September 21, 2016.

With Commissioners Bailey, Beatty, Griffis, Hart and Urtz voting AYE, and Chair Andrea Suhaka voting
NAY; the motion was approved by a vote of five (5) AYE and one (1) NAY.

5. UPDATES
6. LONG RANGE AGENDA
7. ADJOURNMENT

The meeting adjourned at 8:54 PM.

THE NEXT REGULAR MEETING WILL BE HELD 10/12/2016, 6:00 PM

Respectfully submitted,
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Lisov Gajowskis
Lisa Gajowski, Recording Secretary
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Centennial

Community Development
Planning and Zoning Commission
Staff Report and Recommendation

PROJECT: Common Municipal Land Use Issues - Robert Widner
APPLICANT:

OWNER:

PROJECT LOCATION:

LEGAL DESCRIPTION:

PROJECT DESCRIPTION:

ZONING:

CASE MANAGER:

STAFF
RECOMMENDATION:

P&Z COMMISSION
HEARING DATE:

REPORT DATE:
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AERIAL PHOTO:

EXECUTIVE SUMMARY:

STAFF COMMENTS/ANALYSIS OF APPLICABLE REGULATIONS:

1. Background

2. Project Description

3. Land Development Code, General Procedures

4. Engineering Standards

5. Agency/Public Comments

STAFF’S FINDINGS:

STAFF RECOMMENDATION:

SUGGESTED MOTION FOR FINAL DEVELOPMENT PLAN APPROVAL.:

SUGGESTED MOTION FOR FINAL DEVELOPMENT PLAN DENIAL.:

10/3/2016 Page 2 of 2
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@entennial

Planning and Zoning Commission
Long Range Agenda
October 12, 2016

October 26, 2016

Project Name: Bank of America Site Plan

Location: located southeast of the intersection of E. Easter Avenue and S. University Blvd., 6930 S.
University Blvd.

Case Planner: Derek Holcomb

Description:  Redevelop site to a single story 3,455 square foot bank with a remote drive-through.
Key Issues: None.

Project Name: AC Rezoning
Case Planner: Derek Holcomb
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